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INGALL'S PARK SUBDIVISION

In^all's Park Subdivision (est. 805), located on the east
edge of Joliet, installed a public water supply in 1930. The
water system is owned and operated by the Ingall's Park
Water Association. Two wells are in use. In 1961 there were
174 services; the average and maximum pumpages were
20,000 and 30,000 gpd, respectively. In 1980 there were
245 services, all mctered; the average pumpage was 54,000
gpd. The water is chlorinated and fluoridated.

WELL NO. 1, open to the Silurian dolomite, the Maquoketa
Group, and the Galena-Platteville dolomite, was completed
in 19?0 to a depth of 700 ft by the Heflin Well Drillers,
Joliet. The well is located at the northwest corner of Peale
St. and Fourth Ave:., approximately 2550 ft S and 600 ft E
of the NW corner of Section 13, T35N, R10E. The land sur-
face elevation at the well is approximately 640 ft.

Tht well is cised with 6-in. pipe from about 0.2 ft above
the wellhouse floor to a depth of 200 ft.

Nonpumping water levels were reported to be 30 ft on
May 1, 1942, and 86 ft on May 27, 1970.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B41300) is fo ra
water sample from the well collected April 6, 1978, after
30 min of pumping at 120 gpm.

WELL NO. 1, LABORATORY NO. B41300

Iron
Manganese
Ammonium
Siodium
Potassium
Calcium
Mangesium

Fe
Mn
NH4

Na
K
Ca
Mg

mg/l

O.I
0.01
O.I

36
2.4

120
62

me/I

0.01
1.57
0.06
5.99
5.10

Silica Si02

Fluoride F
Boron B
Cyanide CN
Nitrate NO3

Chloride Cl
Sulfate SO4

mg/l me /I

12
0.3 0.02
0.
0.
7.

110
132

Alkalinity(a»CaCO3)343

Arsenic
Barium
Cadmlurr
Chromiurn
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

As
Ba
Cd
Cr
Cu
Pb
Hg
Ni
Se
Ag
Zn

0.00
0.1
0.00
O.OO
0.01
0.00

Hardness(asCaCO3)

Total dissolved
minerals

564

742

,1
00
,5 0.12

3.10
2.75
6.86

11.28

0.0000
0.0
O.OO
0.00
0.0 pH (as rec'd) 7.3

The pumping equipment presently installed is a submer-
sible pump set at 221 ft, rated at 60 gpm, and powered by
an electric motor.

WELL NO. 2, open to the Silurian dolomite, was com-
pleted in 1976 to a depth of 305 ft by the Lockport Well
& Pump Co., Joliet. The well is located about 50 ft west of
Well No. 1, approximately 2550 ft S and 550 ft E of the
NW corner of Section 13, T35N, R10E. The land surface
elevation at the well is approximately 640 ft.

Information on the hole and casing records are not
available.

The pumping equipment presently installed is a 12-stage
Red Jacket submersible pump set at 250 ft, rated at 100 gpm,
and powered by an electric motor.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B18240) is fora
water sample from the well collected October 27, 1976,
after 30 min of pumping at 120 gpm.

WELL NO. 2, LABORATORY NO. B18240

Iron
Manganese
Ammonium
Sodium
Potassium
Calcium
Magnesium

Fe
Mn
NH4

Na
K
Ca
Mg

mg/l

1.0
0.06
0.2

21
2.9

121
59

me/I

0.01
0.91
0.07
6.04
4.86

Silica
Fluoride
Boron
Cyanide
Nitrate
Chloride
Sulfate

SiO2
F
B
CN
N03

Cl
SO4

mg/l

11.7
0.1
0.2
0.00
0.4

69
120

Alkalinity(asCaCO3)356

Arsenic
Barium
Cadmium
Chromium
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

As
Ba
Cd
Cr
Cu
Pb
Hg
Ni
Se
AS
Zn

0.00
0.1
0.00
0.00
0.01
0.00

Hardness(asCaCO3)

me/I

0.00

0.01
1.95
2.50
7.12

546 10.92

Total dissolved
minerals 646

0.0000
0.0
O.OO
0.00
0.1 pH (as rec'd) 7.3

JOLIET

The city of Joliet (80,378) installed a public water sup-
ply in 1,;584. Water was supplied by a private company until
1888 when the city purchased the company. Fourteen wells
(Washington St. No. I, Ottawa St., Spruce Slip, Jasper St.,
Williams >n Ave., Campbell St., Essington Road, Gravel Wells
1-5, and Rock Wc;lls 1 and 2) are in use. Water from this

supply is also furnished to the Lockport Township Water
System and to the village of Rockdale. The supplies of Crest
Hill and Preston Utility Co. are cross connected to Joliet. In
1951 the average and maximum pumpages were 5,620,000
and 6,430,000 gpd, respectively. In 1980 there were 20,973
services, all metered; the average pumpage was 13,550,780
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gpd. The water is chlorinated; water from Gravel Wells 1-5
and Rock Wells 1 and 2 is also filtered.

Initially, water was obtained from twenty 6-in. diameter
wells finished in sand and gravel to depths of about 40 ft.
These wells were abandoned prior to 1960. The wells were
located in the valley of Hickory Creek north of Washington
St., west of the Elgin, Joliet & Eastern RR in the eastern
part of the city in the northwest quarter of Section 14,
T35N, R tOE. These wells supplied the city until a supple-
mentary supply consisting of the first six deep sandstone
wells wer.: drilled.

At times water was taken from Hickory Creek and from
a stone quarry nearby to supplement the city supply. These
sources of supply were abandoned after about 1930.

A description of the sandstone wells at the Washington
St. Pumfing Station follows:

OLD WELL NO. 1, open to the Cambrian-Ordovician
aquifer, was completed prior to 1900 to a depth of 1785
ft. This well was abandoned in 1937 and sealed between
1948 and 1960. The well was located north of Washington
St. west of the Elgin, Joliet & Eastern RR, approximately
445 ft S and 13.'50 ft E of the NW corner of Section 14,
T35N, R10E. The hind surface elevation at the well is ap-
proximately 565 ft.

A K.'-in. diameter hole was drilled to a depth of 553 ft
and finished at iin unknown diameter below 553 ft. The
well wa.s cased with 8-in. pipe from about 3 ft above the
bottom of a pit floor to a depth of 400 ft.

In 1896 and 1899, the well reportedly flowed.
Nonpumping waver levels were reported to be 40 ft in

1900 and 209 ft in 1923.
A mineral analysis of a sample (Lab. No. 68211) col-

lected December 17, 1930, showed the water to have a
hardness of 311 mg/1, total dissolved minerals of 624 mg/1,
and an iron content of 0 mg/1.

OLD WELL NO. 2, open to the Cambrian-Ordovician
aquifer, was completed prior to 1900 to a depth of 1600
ft. This well wa.s abandoned in 1937 and sealed between
1948 and 1960. The well was located about 20 ft north of
Well No. 1, approximately 425 ft S and 1345 ft E of the
NW corner of Section 14, T35N, R10E. The land surface
elevat on at the well is approximately 565 ft.

Th.: well w.is cased with 6-in. pipe from about 3 ft
above the bottom of a pit floor to a depth of 400 ft.

In 1896 and 1899, the well reportedly flowed.
In 1900, the nonpumping water level was reported

to be 40 ft.
OLD WELL NO. 3. open to the Cambrian-Ordovician

aquifer, was completed prior to 1900 to a depth of 1600
ft. Tnis well was abandoned in 1937 and sealed between
1948 and 1960. The well was located about 130 ft north
of Well No. 1, approximately 315 ft S and 1350 ft E of the
NW corner of Se;tion 14, T35N, R10E. The land surface
elevftion at the well is approximately 565 ft.

The well was cased with 4-in. pipe to a depth of 400 ft.
In 1896 and 1899, the well reportedly flowed.
In 1900, the nonpumping water level was reported to

be 40 ft.
OLD WELL NO. 4, open to the Cambrian-Ordovician

aquifer, was completed prior to 1900 to a depth of 1686
ft (measured in 1929 at 1409 ft deep). This well was aban-
doned about 1933 and sealed prior to 1960. The well was
located about 210 ft north of Well No. 1, approximately
235 ft S and 1350 ft E of the NW corner of Section 14,
T35N, R10E. The land surface elevation at the well is ap-
proximately 565 ft.

The well was cased with 8-in. pipe from land surface to a
depth of 400 ft.

In 1896 and 1899, the well reportedly flowed.
Nonpumping water levels were reported to be 40 ft in

1900, 209 ft in 1923, 248.7 ft in October 1929, 229.2 ft
in October 1933, and 324 ft in 1942.

OLD WELL NO. 5 (also known as Washington St. Well
No. 2), open to the Cambrian-Ordovician aquifer, was com-
pleted prior to 1900 to a depth of 1704 ft (cleaned out in
1934 to 1665 ft and in 1937 to 1611 ft). This well was
abandoned about 1948 and sealed in 1952. The well was
located about 367 ft north of Washington St. and 250 ft
west of the Elgin, Joliet & Eastern RR, approximately 160
ft S and 1500 ft E of the NW corner of Section 14, T35N,
R10E. The land surface elevation at the well is approxi-
mately 565 ft.

A 12-in. diameter hole was drilled to a depth of 450 ft,
reduced to 10 in, between 450 and 610 ft, reduced to 8 in.
between 610 and 1300 ft, and finished 6 in. in diameter
from 1300 to 1704 ft. The well was cased with 8-in. pipe to
a depth of 400 ft.

In 1896 and 1899, the well reportedly flowed.
Nonpumping water levels were reported to be 40 ft in

1900 and 209 ft in 1923.
In December 1929, the well reportedly produced 800

gpm with a drawdown of 141 ft from a nonpumping wa-
ter level of 240 ft.

In October 1933, the nonpumping water level was re-
ported to be 223.2 ft below the top of the well.

In 1934, J. O. Heflin, Joliet, shot this well with 52 qt of
nitrcglycerin at a depth of 1600 ft. The well was cleaned
out and was reported to be 1665 ft deep.

In 1937, this well was shot with 50 Ib of dynamite at
1540 ft and cleaned out by C. W. Varner, Dubuque, Iowa.
After shooting, the well reportedly produced 450 gpm for
14 hr with a drawdown of 114 ft from a nonpumping water
level of 242 ft below the top of the casing.

In 1940 and 1941, the nonpumping water level was re-
ported to be 238 ft.

A mineral analysis of a sample (Lab. No. 79943) collected
April 22, 1937, showed the water to have a hardness of 288
mg/1, total dissolved minerals of 535 mg/1, and an iron con-
tent of 0.4 mg/1.
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OLD WELL NO. 6, open to the Cambrian-Ordovician
aquifer, WAS completed prior to 1900 to a depth of 1419 ft.
This well was abandoned in 1937 and sealed between 1948
and 1960. The well was located about 450 ft east of Well
No. 4, approximately 240 ft S and 1800 ft E of the NW
corner of' Section 14, T35N, R10E. The land surface ele-
vation at the well is approximately 565 ft.

A 12-in. diameter hole was drilled to a depth of 455 ft
and finished at an unknown diameter below 455 ft. The
well was :ased with 6-in. pipe to a depth of 400 ft.

In 1896 and 1899, the well reportedly flowed.
Nonpumping water levels were reported to be 40 ft in

1900 and 209 ft in 1923.
A mineral analysis of a sample (Lab. No. 68216) collected

December 17, 1930, showed the water to have a hardness
of 344 rng/1, total dissolved minerals of 624 mg/1, and an
iron content of 0 mg/1.

WASHINGTON ST. WELL NO. 1 (also known as Well
5D), op:n to the Cambrian-Ordovician aquifer, was com-
pleted in 1937 to a depth of 1608 ft (measured on April 10,
1946 at 1677 ft deep and cleaned out in 1956 to 1609 ft)
by C. W. Varner, Dubuque, Iowa. The well is located at the
southeast corner of the Washington St. Station at 921 East
Washington St., approximately 480 ft S and 1460 ft E of
the NW corner of Section 14, T35N, R10E. The land sur-
face elevation at the well is approximately 564 ft.

A sample study log of the Washington St. Well No. 1
furnished by the State Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

QUATERNARY SYSTEM
Pleistocene Series

Glacial drift 37 37
SILURIAN SYSTEM

Niagaian and Alexandrian Series
Dolomites, mater bearing 183 220

ORDOVICIAN SYSTEM
Maquoketa Group

Ft Atkinson Limestone
Limestone 36 256

Scales Shale
Shale 74 330

Galena and Platteville Groups
Dolomite 345 675

Ancell Group
Glenwood-St. Peter Sandstone

Sandstone, water bearing 254 929
Shale and lime, caving 53 982

ORDOVICIAN AND CAMBRIAN SYSTEMS
Oneoi:a, Eminence, Potosi, and Franconia

Formations
Dolomite and sandstone 449 1431

CAMBRIAN SYSTEM
Ironton-Galesville Sandstone

Sandstone, water bearing 116 1547
Eau Clains Formation

Shale and dolomite 61 1608

A 2?'-in. diameter hole was drilled to a depth of 350 ft,
reduced, to 15 in. between 350 and 980 ft, reduced to 12 in.

between 980 and 1134 ft, and finished 10 in. in diameter
from 1134 to 1608 ft. Originally, the well was cased with
24-in. drive pipe from land surface to a depth of 39 ft, 18-in.
OD pipe from land surface to a depth of 68.5 ft, 18-in. OD
pipe from 2 39 ft to a depth of 350 ft, 12-in. pipe from 917.5
ft to a depth of 980 ft, and 10-in. pipe from 1076.4 ft to a
depth of 1134 ft. In November 1956, the 18-in. casing was
removed, the hole was reamed out to 16 in. in diameter
from 350 to 380ft, and a new 16-in. OD casing was installed
from land surface to a depth of 358 ft (cemented in). In
1971, the 12- and 10-in. diameter liners were removed and
the hole was reamed out to 15.2 in. in diameter from 380
to 1134 ft and 12 in. in diameter from 1134 to 1609 ft.
The well was then cased with a 12-in. liner from 915.2 ft to
a depth of 1134ft.

In July 1937, the well reportedly produced 1050 gpm
with a drawdown of 125 ft from a nonpumping water level
of 270 ft below the top of the casing.

In 1944, when the production dropped off, the pump
was pulled and the hole was found bridged at 1192 ft and
filled with sand to 1484 ft. The sand was bailed out to 1595
ft, a complete string of ^tools left in the hole in previous
years was removed, and the hole cleaned to its original
depth by October 30, 1944.

On October 4, 1946, the nonpumping water level was
reported to be 409 ft below the pump base after a 45-min
idle period.

From November 1956 through January 1957, the J. P.
Miller Artesian Well Co., Brookfield, removed the 18-in.
casing and reamed the hole out from 350 to 380 ft. A new
liner was installed and a fill of 90 ft of material was cleaned
out of the well to a depth of 1609 ft. The well was then
shot with 114 Ib of nitrogel and 4 Ib of 60 percent dynamite
between 1544 and 1550 ft. A second shot of 185 Ib of 100
percent nitrogel and 10 Ib of 60 percent dynamite was ex-
ploded between 1527 and 1540 ft. The well was cleaned
out to 1609 ft and the nonpumping water level was reported
to be 402 ft.

A production test was conducted by the J. P. Miller
Artesian Well Co. on February 21, 1957. After 3 hr of
pumping at a rate of 1000 gpm, the drawdown was 70 ft
from a nonpumping water level of 420 ft.

In March 1962 the pump was pulled and the well was
cleaned out.

In 1971, this well was rehabilitated by the J. P. Miller
Artesian Well Co. The 12- and 10-in. diameter liners were
removed, the hole reamed out, and a new liner installed.

The pumping equipment presently installed consists of
a 200-hp 1775 rpm General Electric motor (Model No.
12F5159, Serial No. 6328607), a 12-in., 9-sr.age Peerless
turbine pump (No. 8004) set at 800 ft, rated at 1200 gpm,
and has 800 ft of 10-in. column pipe. A 20-ft section of
8-in. suction pipe is attached to the pump intake. The well
is equipped with 800 ft of airline.
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The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B052856) is for
a watsr sample from the well collected April 29, 1981, after
24 hr of pumping at 796 gpm.

WASHINGTON ST. WELL NO.

Iron
Mangimese
Amm :>nium
Sodium
Potassium
Calcium
Magnnsium
Strontium

Arsenic
Barium
Beryllium
Cadmium
Chromium
Cobelt
Coprer
Leac
iMercury
Nickel
Selenium
Silver
Vanadium
Zinc

Fe
Mn
NH4
Na
K
Ca
M8
Sr

As
Ba
Be
Cci
Cr
Co
Cu
Pti
H'J
N
Su
Aa
V
Zn

mg/l me/I

0.28
0.006
0.6 0.03

S3 2.74
10.8 0.28
75 3.74
22.5 1.85
2.66

<0.001
0.034

<0.0005
<0.003
<0.005
<0.005
<0.003

0.007
<0. 00005

0.005
<O.O005
<0.005
<0.004

0.054

1, LABORATORY NO. B052856

Silica SiO2

Fluoride F
Boron B
Cyanide CN
Nitrate NO3
Chloride Cl
Sulfate 504
AlkalinIty(asCaCO3)

Hardnen(asCaCO3)

Total dissolved
minerals

pH (as rec'd) 7.4

mg/l

7.7
1.33
0.59

me/I

0.07

<0.005
<0.4
34

114
278

281

515

0.96
2.37
5.56

5.62

Other wells located throughout the city are listed as
follows:

OTTAWA ST. WELL (also known as Well ID), presently
oprn to the Cambrian-Ordovician aquifer, was completed in
September 1907 to a depth of 1621 ft (reported to be 1525
ft n 1944) by L. Wilson & Co., Chicago. The well is located
at the southwest corner of Ottawa St. and Crowley Ave.,
approximately 2425 ft N and 425 ft W of the SE corner of
Se,:tion 9, T35N, R10E. The land surface elevation at the
wt 11 is approximately 533 ft.

A sampk- study log of the Ottawa St. Well furnished by
the State Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

QUATERNARY SYSTEM
Pleistocene Series

Drift 5 5
SILURIAN SYSTEM

Niagaran and Alexandrian Series
Dolomite, water bearing 213 218

ORDOVICIAN SYSTEM
Maquoketa Group

Shale 140 358
Galena aid Platteville Groups

Dolomite 360 718
Ancell Group

Glenwood-St. Peter Sandstone
Sandstone, water bearing 410 1128

Kr«ss Member
Shale and marl 59 1187

CAMBRIAN SYSTEM
Potosi, Ranconia, Ironton, and Galesville

Formations
Dolomites and sandstones 409 1596

Eau Claire Formation
Shale 25 1621

Originally, a 19-in. diameter hole was drilled to a depth
of 198 ft, reduced to 10 in. between 198 and 1195 ft, re-
duced to 8 in. between 1195 and 1288 ft, and finished 7 in.
in diameter from 1288 to 1621 ft. The well was cased with
16-in. OD pipe from land surface to a depth of 198 ft, 8-in.
liner from 1102 ft to a depth of 1195 ft, and 7-in. liner
from 1195 ft to a depth of 1288 ft. In 1937, a 5-in. diam-
eter perforated liner was placed from 1521 ft to a depth of
1621 ft. After rehabilitation in 1944, the well was reported
to be 20 in. in diameter from land surface to 200 ft, 15.2 in.
between 200 and 615 ft, 12 in. between 615 and 1209 ft,
and 10 in. between 1209 and 1525 ft. The casing consisted
of 16-in. OD pipe from about 0.2 ft above the pump station
floor to a depth of 200 ft and a 10-in. ID liner from 1088 ft
to a depth of 1209 ft. The top of the 5-in. perforated liner
was in bad condition at a depth of 1525 ft but was not re-
moved. In 1953, the 16-in. casing was removed and a new
12-in. pipe was installed from about 0.2 ft above the pump
station floor to a depth of 303 ft (cemented in).

When originally completed in 1907, the well was left
open to the base of the Silurian dolomite, the Maquoketa
Group, and the Cambrian-Ordovician aquifer. The non-
pumping water level was reported to be 8 ft below land sur-
face in September 1907.

In July 1913, after pumping at a rate of 700 gpm, the
drawdown was 82 ft from a nonpumping water level of 58 ft.

In 1923, the nonpumping water level was reported to be
180 ft.

In 1932, this well was shot with nitroglycerin and cleaned
by J. O. Heflin, Joliet. The nonpumping water level was re-
ported to be 246 ft after shooting.

In October 1933, the nonpumping water level was re-
ported to be 264 ft.

In 1937, C. W. Varner, Dubuque, Iowa, cleaned the well,
did some further shooting, and placed 100 ft of 5-in. per-
forated pipe at the bottom of the well.

On April 21, 1937, after 4 hr of pumping at rates ranging
from 650 to 840 gpm, the final drawdown was 87 ft from
a nonpumping water level of 236 ft.

In December 1938, the well reportedly produced 800
gpm with a drawdown of 93 ft from a nonpumping water
level of 236ft.

In 1944, this well was rehabilitated and reamed out by
the J. P. Miller Artesian Well Co., Brookfield.

On March 9, 1945, after pumping at rates of 1100 to
1000 gpm, the drawdown was 92 ft from a nonpumping
water level of 338 ft below the pump base.

Nonpumping water levels were reported to be 381 ft be-
low the pump base after a 45-min idle period on October 4,
1946, and 362 ft on June 6, 1953.

During rehabilitation work in October 1953, the Silurian
dolomite and Maquoketa Group were sealed from the hole
leaving the well open to the Cambrian-Ordovician aquifer.
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On August 19, 1959, the nonpumping water level was
reported to be 414 ft.

In March 1974, the well reportedly produced 1025 gpm
fo 22 hr with a drawdown of 55 ft from a nonpumping wa-
ter level of 605 ft below land surface.

The pumping equipment presently installed consists of
a 200-hp General Electric motor, a 12-in. Peerless turbine
pump set at 710 ft, rated at 1000 gpm, and has 710 ft of
8-in. column pipe. A 10-ft section of 8-in. suction pipe is
attached to the pump intake. The well is equipped with 710
ft of airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. C003737) of a sample col-
lected April 2, 1979, after pumping for 24 hr, showed the
v/ater to have a hardness of 263 mg/1, total dissolved min-
erals of 564 mg/1, and an iron content of 0.3 mg/1. Hydrogen
sulfide was apparent when a previous sample was collected.

CANAL ST. WELL, open to the Cambrian-Ordovician
aquifer except for the Galena-Platteville dolomite and the
.j|enwooc'.-St Peter Sandstone, was completed in 1911 to a
depth of 1575 ft by the Ohio Drilling Co., Massillon, Ohio.
This well was abandoned in 1931 and sealed prior to 1948.
The well was located at the corner of Canal and Division Sts.
near the west bank of the Des Plaines River, approximately
2640 ft S and 1125 ft W of the NE corner of Section 9,
T35N, R10E. The land surface elevation at the well is ap-
proximately 532 ft.

A sample study log of the Canal St. Well furnished by
the State Geological Survey follows:

Strata

QUATERNARY SYSTEM
Pleistocene Series

Glacial drift
SILURIAN SYSTEM

Niagaran and Alexandrian Series
Dolomites, water bearing

ORDOVICIAN SYSTEM
Maquoketa Group

Ft. Atkinson Limestone
Dolomite

Scales Shale
Shale, some dolomite

Galena and Plstteville Groups
Dolomite

Ancsll Group
Glenwood-St. Peter Sandstone

Sandstone, mater bearing
Canadian Group

Shakopee-Oneota Dolomite
CAMBRIAN SYSTEM

Eminence Dolomite
Sandy dolomite

Poi.osi Dolomite
Fr.inconia Formation

Sandstone and dolomite
Ironton-Galesville Sandstone

Sandstone, water bearing
Eau Claire Formation

Sandstone and dolomite

Thickness Depth
<ft> (ft)

212

10

70

325

200

225

30
165

90

185

55

215

225

295

620

820

1045

1075
1240

1330

1515

1570

A 14-in. diameter hole was drilled to a depth of 318 ft,
reduced to 11 in. between 318 and 893 ft, and finished
10.6 in. in diameter from 893 to 1575 ft. The well was cased
with 14-in. pipe to a depth of 318 ft and 10.6-in. pipe from
land surface to a depth of 893 ft (cemented in).

In 1922, the well reportedly produced 292 gpm with a
drawdown of 129 ft from a nonpumping water level of 160
ft below the top of the well.

On October 5, 1933, the nonpumping water level was
reported to be 187.2 ft below the pump station floor.

A mineral analysis of a sample (Lab. No. 68217) collected
December 17, 1930, showed the water to have a hardness
of 183 mg/1, total dissolved minerals of 550 mg/1, and an
iron content of 0 mg/1.

SPRUCE SLIP WELL (also known as Well 2D), open to
the Cambrian-Ordovician aquifer, was completed in 1912 to
a depth of 1565 ft (cleaned out to 1535 ft in 1948 and to
1556 ft in 1958) by the Ohio Drilling Co., Massillon, Ohio.
The well is located on Spruce Slip St. just east of South
Chicago St., approximately 2100 ft S and 255 ft E of the
NW corner of Section 15, T35N, R10E. The land surface
elevation at the well is approximately 529 ft.

A sample study log of the Spruce Slip Well furnished by
the State Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

SILURIAN SYSTEM
Niagaran and Alexandrian Series

Dolomites 200 200
ORDOVICIAN SYSTEM

Maquoketa Group
Dolomite and shale 80 280

Galena and Platteville Groups
Dolomite 330 610

Ancell Group
Glenwood-St. Peter Sandstone

Sandstone, water bearing 230 840
ORDOVICIAN AND CAMBRIAN SYSTEMS

Oneota, Eminence, and Potosi Dolomites 395 1235
CAMBRIAN SYSTEM

Franconia Formation
Sandstone and dolomite 105 1340

Ironton-Galesville Sandstone
Sandstone, water bearing 180 1520

Eau Claire Formation 10 1530

A 16-in. diameter hole was drilled from 35 ft to a depth
of 320 ft, reduced to 13 in. between 320 and 882 ft, and
finished 10 in. in diameter from 882 to 1565 ft. Originally,
the well was cased with 14-in. pipe from about 1 ft above
the wellhouse floor to a depth of 320ft. In 1948, the casing
was removed and an 18-in. OD surface pipe was placed from
land surface to a depth of 35 ft, 14-in. pipe from land sur-
face to a depth of 326 ft (cemented in), and a 10-in. liner
from 717.5 ft to a depth of 882 ft.

Upon completion, the well reportedly produced 400 gpm
with a drawdown of 106 ft from a nonpumping water level
of 36 ft below land surface.
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F.n 1922, after pumping at a rate of 184 gpm, the draw-
down was 334.0 fl from anonpumping water level of 142.6ft.

From January to May 1948, the J. P. Miller Artesian
Well Co., Brookfield, shot this well with 200 Ib blasting gel-
atin but no sand was released. Further shooting consisted of
300 Ib of gel at 1490ft, 356 Ib of gel at 1470 ft, and 400 Ib
of nitrogel between 1416 and 1438 ft. New casings and liner
were installed.

A production test was conducted by the J. P. Miller
Artesian Well Co. on May 25-26, 1948. After 28.5 hr of
pumping at rates ranging from 250 to 500 gpm, the maxi-
mum drawdown was 180 ft from a nonpumping water level
of 3 20 ft.

A production test was conducted by the J. P. Miller
Artesian Well Co. on July 3, 1950. After 6.5 hr of pumping
at ri.tes of 805 to 791 gpm, the final drawdown was 210 ft
from a nonpumping water level of 368 ft. Forty min after
pumping was '.topped, the water level had recovered to 386 ft.

Nonpumping water levels were reported to be 383 ft in
Jun< 1951 and 388 ft on January 20, 1958.

From January to April 1958, this well was rehabilitated.
The well had filled in to 1470 ft, presumably from an earlier
shooting. About 19 cubic yards of material was cleaned out
to a depth of 1556 ft.

This well was rehabilitated and cleaned in July 1962 and
1975.

The pumping equipment presently installed consists of a
20frhp 1775 rpm General Electric motor (Model No.
12F5983, Serial No. WD6781582), a 15-stage Peerless tur-
bine pump (Serial No. 50439) set at 960 ft, rated at 1000
gpm, and has 960 ft of 8-in. column pipe. The well is equip-
ped with 960 ft of airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. C003733) of a sample collected
Apr.l 2, 1979, after pumping for 24 hr at 300 gpm, showed
the water to have a hardness of 255 mg/1, total dissolved
minerals of 594 mg/1, and an iron content of 0.1 mg/1.

VAN BUREN ST. WELL, open to the Cambrian-Ordovi-
cian aquifer, was completed in 1913 to a depth of 1547.5 ft
by the Ohio Drilling Co., Massillon, Ohio. This well was
abandoned in 1941 and sealed about 1955. The well was
located on Van Buren St. west of Eastern Ave., approxi-
mately 780 ft: N and 1400 ft E of the SW corner of Section
10, T35N, R10E. The land surface elevation at the well is
approximately 5:18 ft.

A sample study log of the Van Buren St. Well furnished
by the State Geological Survey follows:

Strata

No record
ORDOVICIAN SYSTEM

Galena and Platteville Groups
Dolomite

Ancell Group
Glenwood-S':. Peter Sandstone

Sandstone, water bearing

Thickness Depth
(ft) (ft)

330 330

Strata (continued)

Prairie du Chien Group
Oneota Dolomite
Gunter Sandstone

CAMBRIAN SYSTEM
Eminence-Potosi Dolomite
Franconia Formation

Dolomite and sandstone
Ironton-Galesville Sandstone
Eau Claire Formation

Sandstone and shale

Thickness Depth
<f'> (fl)

100
30

170

140
160

30

1020

1050

1220

1360
1520

1550

290

300

620

920

A 14-in. diameter hole was drilled to a depth of 328 ft,
reduced to 10 in. between 328 and 965 ft, reduced to 9.6
in. between 965 and 1430 ft, and finished 7.6 in. in diam-
eter from 1430 to 1547.5 ft. The well was cased with 14-in.
pipe from 1 ft above land surface to a depth of 328 ft and
10-in. liner from 800 ft to a depth of 900 ft.

Upon completion, after pumping at a rate of 450 gpm,
the drawdown was 177 ft from a nonpumping water level
of 63 ft below land surface.

In 1922, the well reportedly produced 485 gpm with a
drawdown of 229.5 ft from a nonpumping water level of
188.5 ft.

On October 5, 1933, the nonpumping water level was
reported to be 223.5 ft below land surface.

A mineral analysis of a sample (Lab. No. 6821 3) collected
December 17, 1930, showed the water to have a hardness
of 233 mg/1, total dissolved minerals of 567 mg/1, and an
iron content of 0 mg/1.

DES PLAINES ST. WELL, open to the Cambrian-Ordo-
vician aquifer, was completed in 1913 to a depth of 1575 ft
by the Ohio Drilling Co., Massillon, Ohio. This well is pres-
ently in use only as an observation well by the State Water
Survey. The well is located west of Des Plaines St. near
Lafayette St. and the east bank of the Des Plaines River, ap-
proximately 360 ft S and 1240 ft W of the NE corner of
Section 16, T35N, R10E. The land surface elevation at the
well is approximately 531 ft.

A sample study log of the Des Plaines St. Well furnished
by the State Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

SILURIAN SYSTEM
Niagaran and Alexandrian Series

Dolomite and limestone 190 190
ORDOVICIAN SYSTEM

Maquoketa Group
Ft. Atkinson Limestone

Dolomite 10 200
Scales Shale 80 280

Galena Group
Dolomite 190 470

Platteville Group
Dolomite and limestone 125 595

Ancell Group
Glenwood-St. Peter Sandstone

Sandstone, incoherent 485 1080
Shale and chert, caving 20 1100

1
1
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Strata (continued)
CAMBRIAN SYSTEM

Potosi Dolomite
Franconia Formation

Sandy limestone and sandstone
Ironton-Galesville Sandstone

Sandstone, water bearing

Thickness
(ft)

150

150

160

Depth
(ft)

1250

1400

1560

The well is reportedly cased with 14-in. pipe from 2.5 ft
above land surface to a depth of 300 ft, 7-in. liner from 600
ft to a depth of 824 ft, and 5.9-in. liner from 1200 ft to a
deij ihof 1300ft.

Upon completion, after pumping at a rate of 450 gpm,
the drawdo\vn was 116 ft from a nonpumping water level
of 64 ft below land surface.

In 1922, th<: well reportedly produced 305 gpm with a
drawdown of 89 ft from a nonpumping water level of 189 ft.

Nonpumping water levels were reported to be 222 ft be-
low land surface on October 4, 1933, and 219 ft below the
to.) of the c.ising on July 21, 1941.

Monthly measurements of the nonpumping water level
during the period July 1942 to March 1981 ranged from
about 259 to 618 ft below land surface.

A mineral analysis of a sample (Lab. No. 68218) collected
December 17, 1930, showed the water to have a hardness
of 246 mg/1, total dissolved minerals of 532 mg/1, and an
iron con ten: of 0 mg/1.

RUBY ST. WELL, open to the Cambrian-Ordovician
acuifer except for the Galena-Platteville dolomite and the
G enwood-St. Peter Sandstone, was completed in 1915 to
a iepth of 1 564 ft (reported to be 1565 ft in 1931, sounded
in 1940 at 1544 ft, and rehabilitated in 1944-1945 to a
dt-pth of 1568 ft) by the Ohio Drilling Co., Massillon, Ohio.
This well was ibandoned in 1951 and sealed in 1956. The
wdl was located just south of the Ruby St. bridge on the
west bank of the Des Plaines River, approximately 565 ft
S and 470 Ft W of the NE corner of Section 9.T35N, R10E.
T ie land su rface elevation at the well is approximately 546 ft.

A sample scudy log of the Ruby St. Well furnished by
the State Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

SILURIAN SYSTEM
Niagaran ,and Alexandrian Series

Dolomite, water bearing 180 180
ORDOVICIAN SYSTEM

Maquoke:a Group
Scales Shale 80 260

Galena ard Platteville Groups
Dolomite 340 600

Ancell Group
Glenwoocl-St. Peter Sandstone 390 990

Prairie du Ch en Group
Oneota Dolomite 20 1010
Gunter Sandstone 10 1020

CABRIAN SYSTEM
Eminence-Patosi Dolomite 210 1230
Franconia Formation

Dolomite and sandstone 120 1350

Strata (continued)
Ironton-Galesville Sandstone

Sandstone, water bearing
Eau Claire Formation

Dolomite and shale

Thickness Depth
(ft) (ft)

130

80

1480

1560

Originally, a 14-in. diameter hole was drilled to a depth
of 303 ft, reduced to 12 in. between 303 and 1019 ft, and
finished 10 in. in diameter from 1019 to 1564 ft. The well
was cased with 14-in. pipe to a depth of 303 ft. In 1931,
when the well was repaired, the hole was reported to be
17 in. in diameter from land surface to a depth of 303 ft,
13 in. between 303 and 1170 ft, and 10 in. between 1170
and 1565 ft. The well was cased with 12-in. pipe to a depth
of 410 ft, 10-in. pipe from 410 ft to a depth of 1237.5 ft,
and an 8-in. perforated pipe from 1237.5 ft to a depth of
1438 ft. After rehabilitation in 1944-1945, the hole was
reported to be 18 in. in diameter from 0 to 440 ft, 12 in.
from 440 to 1237 ft, and 10 in. from 1237 to 1568 ft. The
well was then cased with 14-in. pipe from land surface to a
depth of 440 ft, 12-in. standard pipe from land surface to
a depth of 437 ft, 10-in. pipe from 437 ft to a depth of
1237 ft, and an 8-in. perforated pipe from 1237 ft to a
depth of 1438 ft.

In 1922, the well reportedly produced 532 gpm with a
drawdown of 188 ft from a nonpumping water level of 185 ft.

After repairing in 1931 by the S. B. Geiger & Co., Chicago,
the depth was reported to be 1565 ft. The old casing was
removed and new casings and a liner were installed.

On October 5, 1933, the nonpumping water level was
reported to be 210 ft below land surface.

On January 4, 1940, the J. P. Miller Artesian Well Co.,
Brookfield, sounded this well and the depth was reported
to be 1544 ft and the nonpumping water level was 228 ft
below the pump base.

This well was rehabilitated in 1944-1945 by the J. P.
Miller Artesian Well Co. The old casing was removed, the
hole reamed out, and new casings installed.

On February 19, 1945, the well reportedly produced
680 gpm with the pumping level below the 458-ft airline
from a nonpumping water level of 348 ft below the pump
base.

On October 4, 1946, the well reportedly produced 600
gpm with the pumping level below the 458-ft airline. After
pumping was stopped for 45 min, the water level had re-
covered to 398 ft below the pump base.

In September 1951, the nonpumping water level was
reported to be 434 ft.

A mineral analysis of a sample (Lab. No. 108174) col-
lected October 31, 1946, after pumping for 20 min at 60'0
gpm, showed the water to have a hardness of 263 mg/1, total
dissolved minerals of 475 mg/1, and an iron content of 0.5
mg/i.
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JASFFR ST. WELL (also known as Well 3D), open to
the Canrbrian-Oroovician aquifer, was completed in 1924 to
a depth of 1565 ft (reported to be 1558 ft in 1933 and
cleaned out to 1536 ft in 1947) by William H. Cater, Chicago.
The weM is located at 325 Jasper St. just off Center St. near
the wes: bank of the Des Plaines River, approximately 1850
ft N an J 2630 ft E of the SW corner of Section 16, T35N,
R10E. The land surface elevation at the well is approxi-
mately 537 ft.

A sample study log of the Jasper St. Well furnished by
the Staie Geological Survey follows-.

Strata

SILURIAN SYSTEM
Niagaran Series

J:)liet Dolomite
Alexandrian Series

Kankakee Dolomite
Elwood Dolomite
Wilhelmi Formation

ORDOVICIAN SYSTEM
Maquoketa Group

Ft. Atkinson Limestone
Scales Shale

Galena Group
Platieville Group
Anc'ill Group

Glenwood Formation
Dolomitj and sandstone

St. Peter Sandstone, water bearing
Praiiie du Chien Group

fihakopee Dolomite
Oneota Dolomite

CAMBFilAN SYSTEM
Eminence-Potosi Dolomite
Franconia Formation

Dolomite and sandstone
Irorton-Galesv Me Sandstone

Sandstone, water bearing
Eau Claire Formation

Shale and sandstone

Thickness Depth
(ft) (ft)

50

30
20
70

20
80

200
125

20
175

55
205

185

140

165

25

50

80
100
170

190
270
470
595

615
790

845
1050

1235

1375

1540

1565

A 21-in. diameter hole was drilled to a depth of 303 ft
and fi-iished 15 in. in diameter from 303 to 1565 ft. The
well is cased with :L7-in. OD pipe from about 0.4 ft above
the wellhouse floor to a depth of 303 ft (cemented in).

Upon completion, the well reportedly produced 1250
gpm with a drawdown of 100 ft from a nonpumping water
level of 165 ft.

In 1927, the driller sealed in the 17-in. pipe with cement
grout, and the nonpumping water level was reported to be

165 ft.
In 1933, the Layne-North Central Co., Chicago, shot the

well vith 4 charges of nitroglycerin (25 qt each) at depths
of 1207, 1321, 1435, and 1549 ft. The depth was reported
to be 1558 ft alter shooting.

On August :>4, 1933, the nonpumping water level was
reported to be ;t65 ft below land surface.

In 1937, this well was cleaned out and the pump repaired.

On September 8, 1938, the well reportedly produced
940 gpm with a drawdown of 166 ft from a nonpumping
water level of 261 ft.

Nonpumping water levels were reported to be 259 ft be-
low the pump base on July 25, 1941, and 306 ft on March 7
1947.

On March 18, 1947, the J. P. Miller Artesian Well Co.,
Brookfield, shot the well with 500 Ib of nitrogel at a depth
of 1530 ft. On April 9, 1947, a second shot of 500 Ib of
nitrogel was exploded at a depth of 1492 ft. A carload of
sand was removed and the well cleaned out to 1536 ft.

In October 1952, after the pump shaft was found to be
broken, the J. P. Miller Artesian Well Co. shot the well with
228 Ib of 100 percent nitrogel and 5 Ib of 60 percent primer
between the depths of 1530 and 1540 ft. After the well was
cleaned out to 1560 ft, the nonpumping water level was re-
ported to be 342 ft on January 15, 1953. The pump was
repaired and reinstalled.

In June 1961, this well was cleaned and the pump was
lowered.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 54925) rated at 1000 gpm, and
powered by a 250-hp 1800 rpm U. S. electric motor (Serial
No. 1078963). The well is equipped with 768 ft of airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. C003738) of asample collected
April 2, 1979, after pumping for 24 hr at 850 gpm, showed
the water to have a hardness of 255 mg/1, total dissolved
minerals of 510 mg/1, and an iron content of 0.2 mg/1.

WILLIAMSON AVE. WELL (also known as Well 4D),
open to the Cambrian-Ordovician aquifer, was completed in
1924 to a depth of 1608 ft (reported to be 1613 ft in 1929,
drilled and bailed out to 1609 ft in 1945, and cleaned out
to 1575 ft in 1957) by the Sewell Well Co., St. Louis, Mo.
The well is located at 806 Williamson Ave. near Charlesworth
Ave., approximately 1250 ft N and 180 ft E of the SW
corner of Section 2, T35N, R10E. The land surface eleva-
tion at the well is approximately 558 ft.

A sample study log of the Williamson Ave. Well furnished
by the State Geological Survey follows:

Strata

QUATERNARY SYSTEM
Pleistocene Series

Glacial drift
SILURIAN SYSTEM

Niagaran Series
Alexandrian Series

Kankakee Dolomite
El wood Dolomite
Wilhelmi Formation

ORDOVICIAN SYSTEM
Maquoketa Group

Ft. Atkinson Limestone
Dolomite

Scales Shale
Galena Group

Dolomite

Thickness Depth
(ft) (ft)

15

85

30
25
50

30
80

205

15

100

130
155
205

235
315

520

62



Strata

P atteville Group
Dolomite

Ancell Group
Glenwood-St Peter Sandstone

Sandstone, water bearing
Shale and chert

CAMBRIAN SYSTEM
Potosi Dolomite
Franconia Formation

Sandstone1 and dolomite
Ironton-Galesville Sandstone

Sandstone!, water bearing
E:iu Claire Formation

Sandstone1 and shale

Thickness Depth
(ft) (ft)

130

495
25

60

115

185

78

650

1145
1170

1230

1345

1530

1608

Originally, a 19-in. diameter hole was drilled to a depth
of 3+6 ft, reduced to 17 in. between 346 and 1161 ft, and
finished 12 in. in diameter from 1161 to 1608 ft. The well
was cased wiri 16-in. pipe from land surface to a depth of
346 ft and a 13-in. liner from 1101 ft to a depth of 1161 ft.
In 1929 after shooting, the well was reported to be cased
with 20-in. ID pipe from land surface to a depth of 20 ft,
15.2-in. pipe from land surface to a depth of 391 ft (ce-
mented in), 8 in. liner from 1260 ft to a depth of 1613 ft
(from 1408 to i;>68 ft the liner was perforated). After re-
habi itation in 1945, the well was reported to be 19.2 in. in
diarreter from 0 to 386 ft, 15.2 in. between 386 and 1170
ft, and 12 in. between 1170 and 1609 ft. The casing consists
of 20-in. OD pipe from land surface to a depth of 20 ft,
16-in. OD pipe from land surface to a depth of 386 ft, 13-in.
OD liner from 1108.5 ft to a depth of 1170 ft, and 10-in.
ID liner from 1170 ft to a depth of 1414.8 ft. In 1957, the
old 'iners were removed and a new 16-in. OD pipe was in-
stalled from land surface to a depth of 367 ft (cemented in)
and a 13-in. OD liner was placed from 1105 ft to a depth
of 1: 70 ft.

Ir March 1927, after pumping at a rate of 765 gpm, the
drawdown was 100 ft from a nonpumping water level of
195 :'t.

Ir 1929, the S. B. Geiger & Co., Chicago, shot this well
with 1500 Ib of dynamite at a depth of about 1550 ft. The
well was cleaned and the depth was reported to be 1613 ft.
New casing was also installed during this rehabilitation.

ir September 1938, the well reportedly produced 960
gpm with a pumping water level below 400 ft from a non-
purming water level of 209 ft.

F -om April 24 to November 29, 1945, this well was re-
habilitated by the J. P. Miller Artesian Well Co., Brookfield.
The well was shot: in the Galesville Sandstone at depths of
1525, 1514, 1500, 1489, and 1458 ft. After shooting, the
well was drilled and bailed out to 1609 ft.

A production test was conducted by the State Water
Survey on February 15, 1946. After 9.8 hr of pumping
at raires ranging from 1005 to 825 gpm, the pumping water
level was 453 ft below the pump base. Fourteen hr after
pumjJing was stopped, the water level had recovered to 348 ft.

Nonpumping water levels were reported to be 410 ft be-
low the pump base after an idle period of 36 min on Octo-
ber 4, 1946, and 452 ft in September 1951.

In February 1957, the J. P. Miller Artesian Well Co. re-
moved the old liners and installed a new 16-in. casing and a
13-in. liner. The well was then shot at five levels as follows:
228 Ib of nitrogel and 8 Ib of dynamite between 1515 and
1525 ft, 228 Ib of nitrogel and 8 Ib of dynamite between
1495 and 1505 ft, 285 Ib of nitrogel and 8 Ib of dynamite
between 1475 and 1485 ft, 242 Ib of nitrogel and 12 Ib of
dynamite between 1557 and 1570 ft, and 228 Ib of nitrogel
and 8 Ib of dynamite between 1525 and 1535 ft. The well
was cleaned out to 1575 ft and the nonpumping water level
was reported to be 438 ft.

On February 16, 1958, the nonpumping water level was re-
ported to be 422 ft and the well was placed back in operation.

On October 8, 1980, the nonpumping water level was re-
ported to be 677 ft.

The pumping equipment presently installed consists of a
200-hp 1775 rpm General Electric motor (Serial No. 6328604),
a 12-in., 10-stage Peerless turbine pump (No. 31940) set at
860 ft, rated at 1000 gpm at about 463 ft head, and has
860 ft of 10-in. column pipe. The well is equipped with 860
ft of airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. 805 2860) of a sample collected
April 29, 1981, after pumping for 24 hr at 934gpm, showed
the water to have a hardness of 253 mg/1, total dissolved
minerals of 491 mg/1, and an iron content of 0.21 mg/1.

CAMPBELL ST. WELL (also known as Well 9D), open
to the Cambrian-Ordovician aquifer, was completed in
August 1964 to a depth of 1671 ft (cleaned out to 1600 ft
in 1965) by the J. P. Miller Artesian Well Co., Brookfield.
The well is located at 1919 Campbell St. on the west side of
the city, approximately 1200 ft N and 2450 ft W of the SE
corner of Section 7, T35N, R10E. The land surface eleva-
tion at the well is approximately 647 ft.

A drillers log of the Campbell St. Well follows:

Strata

Drift
Light lime hard
Lime changing gray
Dark gray lime, hard
Lime light gray
Lime changing to light brown
Gray lime
Gray lime, medium
Gray shaly lime
Shale and dark lime
Gray shaly lime
Squeeze
Lime streak
Gray shale (water at 75 ft)
Dark brown shale
Brown lime, medium
Light brown lime, medium
Brown lime
Dark green lime

Thickness Depth
(ft) (ft)

60
5
10
35
20
20
40
10
30
10
40
5
5
20
53

117
80
30
14

60
65
75
110
130
150
190
200
230
240
280
285
290
310
363
480
560
590
604
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Strat.i (continued)
Brown lime, hard
Hard brown \\rni
Ligh1 brown lime
Brown lime
Sand/ lime
St. Pner sand
Medium hard sand
Soft sand
Hard brown sand
Shale, blue
Hard lime shells
Green shale
Sandy lime and shale
Shah/ lime
Lirm and shale
White lime
Gray sand hard sharp
Gray sand lime streaks
Lime and shale breaks
Shal':', sand and lime
Shal';, lime shel s
Broken lime
Light gray lime hard
Green lime shaW
Green shaly lime
Gra\ lime
Light brown lime
Light brown sandy lime hard
Sand light brown
While sand
Medium white sand
Soft sand
Hard sand
Medium sand
Hard sand
Medium sand
Black lime hard
Gret n lime and shale
Green and blue shale, tough
Gray shaly lime

A 25-in. diameter hole was drilled to a depth of 404 ft,
red iced to 19 in. between 404 and 1103 ft, reduced to 17
in. Between HOi! and 1256 ft, and finished 13.2 in. in diam-
eter from 1256 to 1671 ft. The well is cased with 26-in.
drive pipe from land surface to a depth of 63.5 ft, 20-in.
pipe from land surface to a depth of 401 ft (cemented in),
18-in. liner from 1006 ft to a depth of 1103 ft, and 16-in.
line r from 1134 ft to a depth of 1256 ft.

The well was shot at seven levels as follows: 206 Ib from
1602 to 1608 ft, 408 Ib from 1583 to 1595 ft, 408 Ib from
15<i6 to 1578 ft, 408 Ib from 1548 to 1560 ft, 408 Ib from
15:10 to 1542 ft, 409 Ib from 1510 to 1522 ft, and 610 Ib
from 1553 to 1570ft.

A production test was conducted by the driller on Au-
gust 31-September 1, 1964. After 25 hr of pumping at a
rat:: of 1059 gpm, the drawdown was 176 ft from a non-
puvnping warer level of 487 ft below land surface. After test-
ing, the well was shot with 100 Ib of dynamite.

A second production test was conducted on November 2-3,
19'H by representatives of the driller and Casler & Associates,
Consulting Engineers. After 4.8 hr of pumping at rates of

Thickness
(ft)

16
20
15
45
4

271
8

47
9
5
5

46
15
5

15
20

5
10
35
10
10
30
50
25
50
25
25
23

2
40
10
46
4

25
20
18
11
2

24
21

Depth
(ft)

620
640
655
700
704
975
983

1030
1039
1044
1049
1095
1110
1115
1130
1150
1155
1165
1200
1210
1220
1250
1300
1325
1375
1400
1425
1448
1450
1490
1500
1546
1550
1575
1595
1613
1624
1626
1650
1671

600 to 812 gpm, the drawdown was 111 ft from a non-
pumping water level of 501 ft below land surface. Pumping
was continued for 16.6 hr at rates ranging from 1001 to
968 gpm with a drawdown of 144 ft. After an additional
3.4 hr of pumping at rates ranging from 728 to 1319 gpm,
the maximum drawdown was about 157 ft. After pumping
was stopped for 3.8 hr, the water level had recovered to
548 ft.

In December 1964, the well reportedly produced 1000
gpm for 8 hr with a drawdown of 124 ft from a nonpump-
ing water level of 532 ft below land surface.

After the well was cleaned out in 1965 to a depth of
1600 ft, a production test was conducted by the Wehling
Well Works, Beecher, on December 16-21, 1965. After
122.5 hr of pumping at rates ranging from 1746 to 1416
gpm, the final drawdown was 193 ft from a nonpumping
water level of 549 ft below land surface.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 252089) set at 915 ft, operated at
1210 gpm, and powered by a 600-hp 1780 rpm U. S. Hollo-
shaft electric motor. The well is equipped with 915 ft of
airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. B42693) of a sample collected
April 22, 1977, after pumping for 24 hr at 1120 gpm,
showed the water to have a hardness of 207 mg/1, total dis-
solved minerals of 485 mg/1, and an iron content of 0.3
mg/1. Hydrogen sulfide was apparent when previous sam-
ples were collected.

ESSINGTON ROAD WELL (also known as Well 10D),
open to the Cambrian-Ordovician aquifer, was completed
in 1970 to a depth of 1572 ft by the J. P. Miller Artesian
Well Co., Brookfield. The well is located west of Essington
Road, south of Twin Oaks Drive, approximately 700 ft N
and 454 ft W of the SE corner of Section 11, T35N, R9E.
The land surface elevation at the well is approximately 610
ft.

A drillers log of the Essington Road Well follows:

Strata

Sand and gravel
Dolomite
Dolomite and shale
Shale, some dolomite
Shale
Limestone
Sandstone
Limestone and shale
Limestone
Limestone and shale
Sandstone
Limestone
Limestone and shale
Limestone
Sandstone
Limestone and shale

Thickness

(ft)

40
170
10
20
70
325
145
80
375
45
20
30
20
40
140
42

Depth
(ft)

40
210
220
240
310
635
780
860
1235
1280
1300
1330
1350
1390
1530
1572
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A 30-in. diameter hole was drilled to a depth of 43 ft,
reduced to 25.5 in. between 43 and 380 ft, reduced to 19.2
in. between 380 and 860 ft, and finished 15.2 in. in diam-
eter from 860 to 1572 ft. The well is cased with 30-in. pipe
from land surface to a depth of 43 ft, 26-in. pipe from land
surface to a depth of 59 ft, 20-in. pipe from land surface to
a depth of 363 ft (cemented in), and 16-in. liner from 760
ft to a depth of 860 ft.

The well was shot at eight levels as follows: 200 Ib from
1510 to 1:520 ft, 250 Ib from 1493 to 1505 ft, 250 Ib from
1471 to 1483 ft, 250 Ib from 1449 to 1461 ft, 250 Ib from
1429 to 1441 ft, 250 Ib from 1503 to 1515 ft, 250 Ib from
1483 to 1493 ft, and 300 Ib from 1458 to 1471 ft.

A production test was conducted by the driller on June
12, 1970. After 4.2 hr of pumping at rates ranging from
490 to 800 gpm, the drawdown was 122 ft from a non-
pumping water level of 510 ft below the top of the casing.

A second production test was conducted by the driller
on Juno 15, 1970. After 16 hr of pumping at rates ranging
from 500 to 1300 gpm, the final drawdown was 202 ft from
a nonpumping water level of 510 ft below the top of the
casing.

The pumping equipment presently installed is a Peerless
turbine pump set at 850 ft, rated at 1200 gpm at about 960
ft TDH. and powered by a 500-hp Ideal electric motor. The
well is equipped with 850 ft of airline.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. C003736) is for
a water sample from the well collected April 2, 1979, after
pumping for 24 hr at 1300 gpm.

ESSINGTON ROAD WELL,

mg/l me/I

Iron Fe 0.8
Manganese
AmmoniL m

Sodium
Potassium

Calcium
Magnesium

Arsenic
Barium

Cadmium
Chromium
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

Mn
NH4

Na
K

Ca
Mg

Ai
Ba
Cd
Cr
Cu
f b
Hg
Mi
:3e

Ag
iZn

0.00

1.4 0.08

60 2.61

2O.2 O.52

60 2.99
22 1.81

0.000

<0.1

<0.01
<0.02
<0.02

<0.01
0.0000

<0.1

0.00

<0.02
0.04

LABORATORY NO. C003736

mg/l me /I

Silica SiO2 8
Fluoride F 1.3
Boron B 0.7

Cyanide CN 0.01
Nitrate NO3 27.4

Chloride Cl 29
Sulfate SO4 87

Alkalinity(asCaCO3)260

Hardness(asCaCO3) 242

Total dissolved

minerals 484

pH (as rec'd) 8.0

0.07

O.44

0.82

1.81

5.20

4.84

ROONEY SITE WELL (also known as Well 11D), open
to the Cambrian-Ordovician aquifer except for the Galena-
Plattevilk dolomite and the Glenwood-St. Peter Sandstone,
was completed in December 1975 to a depth of 1623 ft by
the Wehling Well Works, Beecher. This well was not in use

during 1980. The well is located about 75 ft north and 145
ft west of the intersection of Ingalls Ave. andGaylord Road,
approximately 2540 ft S and 1495 ft W of the NE corner of
Section 1, T35N, R9E. The land surface elevation at the
well is approximately 619 ft.

A drillers log of the Rooney Site Well follows:

Strata

Drift
Lime
White lime
Gray lime
Gray and brown lime
Lime
Lime dark gray with shale
Shale dark gray
White lime with shale
Dark gray shale
Lime
Brown lime
Lime
Brown lime
Brown and white lime with sand
Sand
St. Peter sand
Sand, shale "Gumbo"
Sand shale
Sand
White lime with sand and shale
Brown lime with sand and shale
Sand with shale and lime
Lime with sand
Lime
Lime, sand and shale
Sand with some lime
Sand
Shale
Shale with lime and sand

A 20-in. diameter hole was drilled to a depth of 22 ft,
reduced to 19 in. between 22 and 1014 ft, and finished 15
in. in diameter from 1014 to 1623 ft. The well is cased with
20-in. black steel pipe from land surface to a depth of 22 ft
and 16-in. black steel pipe from land surface to a depth of
1014 ft (cemented in).

This well was shot with 560 qt of nitrogel in 7 shots plus
320 qt of nitrogel in 3 shots between the depths of 1515
and 1572 ft. A production test was then conducted by the
driller on March 25-26, 1976. After 24 hr of pumping at
rates ranging from 1057 to 416 gpm, the drawdown was
144 ft from a nonpumping water level of 640 ft. After this
test, this well was shot again with 1 100 Ib of explosives be-
tween 1440 and 1480 ft and with 300 Ib of explosives be-
tween 1532 and 1542 ft.

A second production test was conducted by the driller
on August 2-3, 1976. After 23.5 hr of pumping at rates
ranging from 810 to 1193 gpm, the final drawdown was
157 ft from a nonpumping water level of 647 ft below land
surface.

The pumping equipment presently installed is a Johnston
turbine pump set at 950 ft, rated at 1000 gpm, and powered
by a 500-hp electric motor.

Thickness
'•ft)

18
57
35
10
15
105
15
15
5
90
70
85
85
55
35
25
40
20
20
55
50
30
50
40
270
172
23
90
10
33

Depth

<ft>

18
75
110
120
135
240
255
270
275
365
435
520
605
660
695
720
760
780
800
855
905
935
985
1025
1295
1467
1490
1580
1590
1623
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A part al analys s of a sample (Lab. No. 201597) col-
lected dur ing the in i t ia l production test, showed the water
to have a hardness of 222 mg/l, total dissolved minerals of
470 mg/l, and an iron content of 0.5 mg/l.

HOMART SITE WELL (also known as Well 12D), open
to the Carnbrian-Ordovician aquifer except for the Galena-
Plaiteville dolomite and the Glenwood-St. Peter Sandstone,
was completed in October 1975 to a depth of 1557 ft by
the Wehling Well Works, Beecher. This well was not in use
during 19.30. The well is located about 350 ft south and 80
ft east of the intersection of Central Drive and Glosgow St.,
approximately 241.S ft N and 1415 ft E of the SW corner of
Section 25, T36N, R9E. The land surface elevation at the
well is approximately 602 ft.

A drillers log of :he Homart Site Well follows:

Thickness Depth

Drift
Lime
Lime with :jreen shale
Lirne
Lirne with shale
Shale
Shale with lime
Lirne with shale
Lirne
Lirne with sand
Lime
Sand
Sand with lime stringors
Sand
Sand with shale
Sa'nd, shale and lime
Lime and <hale
Shale with hme
Lime with shale
Lime
Lime whit::, brown
Lime
Hard lime
Lime
Lime with sand
Sand with lime
Sand
L me with sand
Shale

A 20 in. diameter hole was drilled to a depth of 34 ft,
reduced to 19 in. between 34 and 964 ft, and finished 15
in. in dumeter from 964 to 1557 ft. The well is cased with
20-in. black steel pipe from land surface to a depth of 34 ft
and 16-in. black steel pipe from land surface to a depth of
964 ft ((emented in).

After the well was shot with 455 qt of nitrogel between
1450 and 1515 ft, a production test was conducted by the
driller en March 1-2, 1976. After 22.8 hr of pumping at
rates ranging from 960 to 1406 gpm, the maximum draw-
down was 100 ft from a nonpumping water level of 570 ft.
Thirty rnin after pumping was stopped, the water level had
recovert d to 599 ft.

25
80
20

111
9
80
5
10

115
80
148
127
30
60
15
5
5
10
5

115
15
75
35
50
45
70
15
190
7

25
105
125
236
245
325
330
340
455
535
683
810
840
900
915
920
925
935
940
1055
1070
1145
1180
1230
1275
1345
1360
1550
1557

A second production test was conducted by the driller
on April 6-7, 1976. After 20 hr of pumping at rates of
986 to 1706 gpm, the drawdown was 110 ft from a non-
pumping water level of 570 ft. Pumping was continued
for 7 hr at rates ranging from 1496 to 853 gpm with a
final drawdown of 70 ft.

A third production test was conducted by the driller
on May 4-5, 1976. After 20.2 hr of pumping at rates
ranging from 820 to 1980 gpm, the drawdown was 100 ft
from a nonpumping water level of 573 ft.

The pumping equipment presently installed is a Johnston
vertical turbine pump set at 800 ft, rated at 1000 gpm, and
powered by a 400-hp Ideal electric motor.

A partial analysis of a sample (Lab. No. 201598) col-
lected during the second production test, after pumping for
25 hr at rates of 986 to 1706 gpm, showed the water to
have a hardness of 228 mg/l, total dissolved minerals of 423
mg/l, and an iron content of 0.9 mg/l.

A description of the wells in the Hadley Bedrock Valley
follows:

In 1941, it was noted that during the previous 30 years,
nonpumping water levels in the city wells had lowered 200
to 250 ft. In 1942-43, a study was made on two large buried
bedrock valleys east of Joliet, which roughly coincide with
the existing valleys of Spring and Hickory Creeks and a
third, called Hadley Bedrock Valley, which forms a connect-
ing channel between the two. As a result of field studies
and reports on the respective hydrologic and geologic fac-
tors involved, 11 test wells and a number of observation
wells were drilled in an area extending 1 mile in width and
from 8 to 10 miles northeast of Joliet. Pumping tests were
conducted to determine the potential capabilities of the
glacial drift and shallow bedrock aquifers. As a result of this
study, 5 gravel wells and 3 deep sandstone wells were con-
structed.

GRAVEL WELL NO. 1 (Site 6),finished in sand and gravel,
was completed in May 1950 to a depth of 103 ft by the
Layne-Western Co., Aurora. The we]] is located east of
Cougar Road about 0.4 mile north of U. S. Route 6, ap-
proximately 562 ft S and 740 ft E of the NW corner of
Section 5, T35N, R11E. The land surface elevation at the
well is approximately 650 ft.

A sample study log of Gravel Well No. 1 furnished by
the State Geological Survey follows:

Strata

QUATERNARY SYSTEM
Pleistocene Series

Soil, siltv, brownish black
Gravel, sandy, white to gray, dark
yellowish orange at top; numerous
dolomite pebbles and granules; few
calcite grains

Gravel, light gray to buff; numerous
dolomite pebbles, average 5 mm.,
maximum 8 mm.

Thickness Depth
(ft) (ft)

30

75

105
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Thickness
Strat.i (continued) (ft)

Sane' and gravel, silty; numerous
dolomite pebbles and grains; few
calcite grams 10

Sand, slightly silty, fine to coarse,
numerous doiomite grains; few calcite
qra ns 10

Depth
(ft)

115

125

A 48-in. diameter hole was drilled to a depth of 25 ft
and finished 36 in. in diameter from 25 to 103 ft. The well
i-i cased wi th 48-in. surface pipe from land surface to a depth
of 25 ft, 36-in. pipe from land surface to a depth of 50 ft,
and 18-in. pipe from about 0.8 ft above land surface to a
cepth of 63 ft followed by 40 ft of 18-in. No. 6 (0.080 in.)
I.ayne brass shutter screen. The annulus between the 48-
and 36-in. casings is filled with cement from 0 to 25 ft and
the annulus between the 36- and 18-in. casings and between
the bore hole and casing-screen assembly is filled with se-
lected gravel from 0 to 103 ft.

Upon completion, the well reportedly produced 970gpm
for 14 hr with a drawdown of 60 ft from a nonpumping
water level of 9 ft below the pump base.

A production test using four observation wells was con-
cucted on June 21-22, 1950, by representatives of the driller,
the State Water Survey, and Consoer, Townsend & Asso-
ciates, Consulting Engineers. After 2.6 hr of pumping at
rites of 508 to 950 gpm, the drawdown was 19 ft from a
ronpumping water level of 4 ft below land surface. Pump-
ing was continued for 7.5 hr at rates ranging from 717 to
1148 gpm wi th a drawdown of 25 ft. After an additional
14.2 hr of pumping at a rate of 1280 gpm, the final draw-
down was 31 ft. Twenty min after pumping was stopped,
the water leve. had recovered to 11 ft.

In May 1962, the pump was pulled and the well was
cleaned to the bottom. The column pipe and screen were
replaced when; needed.

The pumping equipment presently installed is a Peerless
tu rb ine p u m p (Serial No. 73353) set at about 85 ft, rated at
1000 gpm, and powered by a 50-hp 1800 rpm U. S. electric
notor (Serial No. 818311). The well is equipped with 85 ft
cf airline.

A mineral analysis of a sample (Lab. No. 157250) col-
lected April 13, 1962, showed the water to have a hardness
of 731 rnp/l, total dissolved minerals of 905 mg/1, and an
ron content of 2.9 mg/1.

CRAVE'.L WELL NO. 2 (Site 2),finished in sand and
gravel, was completed in May 1950 to a depth of 90 ft by
the Layne Western Co., Aurora. The well is located on the
south side of U. S. Route 6 about 0.2 mile east of Cougar
Road, approximately 2500 ft N and 980 ft E of the SW
torner of Section 5, T35N, RUE. The land surface eleva-
tion at the well is approximately 668 ft.

A 48-ir. diameter hole was drilled to a depth of 25 ft
and finished 3.6 in. in diameter from 25 to 90 ft. The well

is cased with 48-in. steel pipe from land surface to a depth
of 25 ft, 36-in. pipe from land surface to a depth of 50 ft,
and 18-in. steel pipe from about 3 ft above the pumphouse
floor to a depth of 60 ft followed by 30 ft of L8-in. No. 6
(0.080 in.) Layne bronze shutter screen. The annulus be-
tween the 48- and 36-in. casings is filled with cement from
0 to 25 ft and the annulus between the 36- and 18-in.
casings and between the bore hole and casing-screen assem-
bly is filled with 1/16 to 1/8 in. gravel from 0 to 90 ft.

A production test using one observation well was con-
ducted on May 11-12, 1950, by representatives of the driller
and the State Water Survey. After 7.9 hr of pumping at rates
of 195 to 812 gpm, the drawdown was 47.5 ft from a non-
pumping water level of 28.5 ft below land surface. Fifteen
min after pumping was stopped, the water level had re-
covered to 30.5 ft. Pumping was then continued for 15.3 hr
at a rate of 609 gpm with a final drawdown of 34.5 ft.

In November 1963, the pump was pulled and the well
was cleaned to the bottom. Parts were replaced where
needed.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 73351) set at 70 ft, rated at 600
gpm, and powered by a 50-hp 1800 rpm U. S. electric motor
(Serial No. 817302). The well is equipped with 70 ft of air-
line.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. B052947) of a sample col-
lected April 30, 1981, after pumping for 24 hr at 575 gpm,
showed the water to have a hardness of 498 mg/I, total dis-
solved minerals of 604 mg/1, and an iron content of 2.23
mg/I.

GRAVEL WELL NO. 3 (Site 5), finished in sand and
gravel, was completed in August 1950 to a depth of 83 ft
by the Layne-Western Co., Aurora. The well is located east
of Cougar Road about 0.5 mile south of U. S. Route 6,
approximately 60 ft S and 540 ft E of the NW corner of
Section 8, T35N, RUE. The land surface elevation at the
well is approximately 674 ft.

A drillers log of Gravel Well No. 3 follows:

Strata

Water
Concrete
Sand, rock cuttings
Concrete
Clay
Coarse gravel and boulders
Blue clay below

A 48-in. diameter hole was drilled to a depth of 25 ft
and finished 36 in. in diameter from 25 to 83 ft. The well is
cased with 48-in. steel pipe from land surface to a depth of
25 ft, 36-in. pipe from 2 ft above land surface to a depth of
50.8 ft, and 18-in. steel pipe from about 1.5 ft above the
pumphouse floor to a depth of 58 ft followed by 25 ft of
18-in. No. 6 (0.080 in.) Layne bronze shutter screen. The

Thickness
(ft)

4
1.5

18.5
3

21.5
34.5

Depth
(ft)
4
5.5

24
27
48.5
83

67



annulus between i:he 48- and 36-in. casings is filled with
cement from 0 to 25 ft and the annulus between the 36-
and 18-ni. casings and between the bore hole and casing-
screen assembly is filled wi th pea gravel and flint sand from
0 TO 83 fi.

A production test using one observation well was con-
ducted on August !14, 1950, by representatives of the driller
and Consoer, Towrisend & Associates, Consulting Engineers.
After 1.2 hr of pumping at rates of 421 to 433 gpm, the
drawdown was 6.6 ft from a nonpumping water level of
35.3 ft below land surface. Pumping was continued for 1.7
hr at a rue of 618 gpm with a drawdown of 10.5 ft. Pump-
ing was continued for 1.7 hr at a rate of 805 gpm with a
drawdown of 14.0 ft. After an additional 19.3 hr of pump-
ing at rates ranging; from 1007 to 1227 gpm, the final draw-
down was 27.0 ft. Twenty min after pumping was stopped,
the watei level had recovered to 43.8 ft.

The pjmping equipment presently installed is a Peerless
turbine pump (Serial No. 73352) set at 78 ft, rated at 1200
gpm, and powered by a 50-hp 1800 rpm U. S. electric
motor (Serial No. 818313). The well is equipped with 78 ft
of airline

A mirieral analysis made by the Illinois Environmental
Protection Agency (Lab. No. C007017) of a sample col-
lected Aoril 9, 1974, after pumping for 8 hr at 850 gpm,
showed 'he water to have a hardness of 544 mg/1, total
dissolved minerals of 634 mg/1, and an iron content of
2.4 mg/1.

GRAVEL WELL NO. 4 (Site 9), finished in sand and
gravel, was completed in September 1950 to a depth of
113 ft by the Layne-Western Co., Aurora. The well is lo-
cated ab jut 0.8 mile north of U. S. Route 6 and 0.7 mile
east of Ciougar Road, approximately 1863 ft N and 1700
ft Wof t i e S E coner of Section 32, T36N, RUE. The land
surface .-levation at the well is approximately 688 ft.

A dr i l ers log of Gravel Well No. 4 follows:

Top soil
Blue clay and boulders
Boulders
Fine sand
Cemented gravel
Blue clay he'ow

Thickness
(ft)

1
39
30
40

2

Depth

(f'>
1

40
70

110
112

A 48-i.n. diameter hole was drilled to a depth of 25 ft
and finished 36 in. in diameter from 25 to 113 ft. The well
is cased '.vith 48-ir. pipe from land surface to a depth of 25
ft, 36-in. pipe frotn 1.5 ft above land surface to a depth of
52 ft, anil 18-in. pipe from 2 ft above land surface to a depth
of about 73 ft followed by 40 ft of 18-in. No. 6 (0.080 in.)
Layne b;-ass shutter screen. The annulus between the 48-
and 36-in. casings is filled with cement from 0 to 25 ft and
the annulus between the 36- and 18-in. casings and between
the bore hole and casing-screen assembly is filled with pea
gravel and flint sand from 0 to 113 ft.

A production test using one observation well was con-
ducted on September 8-9, 1950, by representatives of the
driller and Consoer, Townsend & Associates, Consulting En-
gineers. After 17 hr of pumping at a rate of 1130 gpm, the
drawdown was 22.0 ft from a nonpumping water level of
34.8 ft below land surface. Pumping was continued for 6 hr
at rates of 901 to 458 gpm with a drawdown of 7.0 ft. After
an additional 1.5 hr of pumping at rates of 1120 to 1125
gpm, the final drawdown was 21.0 ft. Ten min after pump-
ing was stopped, the water level had recovered to 35.0 ft.

In 1963, the pump was pulled and the well was cleaned
to the bottom. Parts were replaced where needed.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 73355) set at 101 ft, rated at
1000 gpm, and powered by a 50-hp 1800 rpm U. S. electric
motor (Serial No. 818581). The well is equipped with 101
ft of airline.

A partial analysis of a sample (Lab. No. 163084) col-
lected June 1, 1964, showed the water to have a hardness
of 540 mg/1, total dissolved minerals of 676 mg/1, and an
iron content of 1.6 mg/1.

GRAVEL WELL NO. 5 (Site 3), finished in sand and
gravel, was completed in August 1950 to a depth of 94 ft
by the Layne-Western Co., Aurora. The well is located about
0.6 mile north of U. S. Route 6 and 0.5 mile east of Gougar
Road, approximately 579 ft N and 2740 ft E of the SW
corner of Section 32, T36N, RUE. The land surface eleva-
tion at the well is approximately 662 ft.

A drillers log of Gravel Well No. 5 follows:

Strata

Clay
Blue gravelly clay
Gravel with large rocks
Hard packed gravel
Gravel
Loose gravel

Thickness

25
5
5

20
15
25

Depth
(ftl

25
30
35
55
70
95

A 48-in. diameter hole was drilled to a depth of 25 ft
and finished 36 in. in diameter from 25 to 94 ft. The well
is cased with 48-in. steel pipe from land surface to a depth
of 25 ft, 36-in. pipe from land surface to a depth of 50 ft,
and 18-in. steel pipe from about 0.4 ft above the wellhouse
floor to a depth of about 59 ft followed by 35 ft of 18-in.
No. 6 (0.080 in.) Layne shutter screen. The annulus between
the 48- and 36-in. casings is filled with cement from 0 to
25 ft and the annulus between the 36- and 18-in. casings
and between the bore hole and casing-screen assembly is
filled with gravel from 0 to 94 ft.

A production test using one observation well was con-
ducted on August 21-22, 1950, by representatives of the
driller and Consoer, Townsend & Associates, Consulting
Engineers. After 18 hr of pumping at a rate of 1018 gpm,
the drawdown was 47.0 ft from a nonpumping water level
of 16.8 ft below land surface. Pumping was continued for
5.5 hr at rates of 805 to 408 gpm with a drawdown of 22.0
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m ft. Af :er an additional 30 min of pumping at an increased
rate of 1029 gpm, the final drawdown was 47.5 ft. Twenty
min after pumping was stopped, the water level had recovered
to 18.3 ft.

In 1963, the pump was pulled and the well was cleaned
to the bottom. The column pipe was replaced where needed.

The pumping equipment presently installed is a Peerless
turbire pump (Serial No. 73354) set at about 85 ft, rated at
1000 gpm, and powered by a 50-hp 1800 rpm U. S. electric
motor (Serial No. 818313). The well is equipped with 84 ft
of airline

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B43425) is for a
water sample from the well collected April 27, 1977, after
24 hr of pumping at 420 gpm.

G R A V E L W E L L NO. 5, L A B O R A T O R Y NO. B43425
mg/l me/I mg/1 me/I

I ron Fe 2.4 Silica SiO2 14
Mangsmesa Mn 0.04 Fluor ide F 0.3 0.02
Ammonium NH4 0.28 0.02 Boron B 0.3
Sodium Na 21 0.91 Cyanide CN 0.00
Potassium K 3.3 0.08 Nitrate NO3 0.0 0.00
C a l c i L m Ca 140 6.99 Chloride Cl 4.4 0.12
Magm.'sium Mg 58 4.77 Sulfate 304 290 6.03

Alka l i n i t y (asCaCO3> 330 6.60
Arsenic As 0.00 Hardness(asCaCC>3) 600 12.00
Bariuirt Ba 0.0
Cadmium Cd 0.00 Total dissolved
Chromium Cr O.OO minerals 791
Copper Cu 0.01
Lead Pb 0.00
Mercury Hg 0.0000
Nickel Ni 0.0
Selenium Se 0.00
Silver Ag 0.00
Zinc Zn 0.0 PH (as rec'd) 7.3

ROCK WELL NO. 1 (Site 6, Warren - also known as
Well 8D), open to the Cambrian-Ordovician aquifer, was
completed in August 1949 to a depth of 1660 ft by the J. P.
Mil ler Artesian Well Co., Brookfield. The well is located
north of U. S. Route 6 and east of Cougar Road in the same
pumphouse as Gravel Well No. 1, approximately 562 ft S
and 730 ft E of the NW corner of Section 5, T35N, RUE.
The land surface elevation at the well is approximately
648 ft.

A drillers log of Rock Well No. 1 follows:

Thickness Depth
Strata (ft) (ft)

Surface material 8 8
Gravel 8 16
Sand and gravel 12 28
Sane 62 90
Gravel 15 105
Blue mud and gravel 11 116
Sancl and gravel 14 130
Gray l ime 205 335
Lim3 10 345
Shale 5 350
Lime and shale breaks 5 355
Shale 6 361
Lime 84 445

Thickness Depth
Strata (continued) (ft) (ft)

Shale 3 448
Lime 7 455
Shale 2 457
Lime 20 477
Shale 80 557
Lime and shale 1 1 568
Brown lime 84 652
Gray lime 33 685
Brown lime 128 813
White sand 215 1028
Lime 335 1363
Broken and green shale lime 20 1383
Brown lime 92 1475
Sand 139 1614
Limestone and shale 46 1660

A 28-in. diameter hole was drilled to a depth of 652 ft,
reduced to 19 in. between 652 and 1028 ft, and finished 15
in. in diameter from 1028 to 1660 ft. The well is cased with
28-in. ID pipe from land surface to a depth of 140 ft, 19-in.
ID pipe from about 0.8 ft above the pumphouse floor to a
depth of 652 ft (cemented in), and a 15-in. liner from 955
ft to a depth of 1028 ft.

Between August and November 1949, this well was shot
at five levels as follows: 400 Ib of nitrogel between 1597.6
and 1610 ft, 400 Ib of gel between 1572.6 and 1585 ft, 600
Ib of gel and 10 Ib primer between 1612 and 1625 ft, 500
Ib of gel between 1584 and 1594 ft, and 400 Ib of gel be-
tween 1563 and 1575 ft. Sandstone was found to be very
soft and caved into the well. Bailing was discontinued at
1608 ft in February 1950.

A production test was conducted on March 6-7, 1950,
by representatives of the driller, the State Water Survey,
and Consoer, Townsend & Associates, Consulting Engineers.
After 15.8 hr of pumping at rates ranging from 475 to 1005
gpm, the final drawdown was 164 ft from a nonpumping
water level of 427 ft.

A second production test was conducted on March 24-25,
1950, by representatives of the driller and Consoer, Town-
send & Associates, Consulting Engineers. After 17.7 hr of
pumping at rates ranging from 800 to 1040 gpm, the final
drawdown was 160 ft from a nonpumping water level of
425 ft. Four hr after pumping was stopped, the water level
had recovered to 444 ft.

From May to November 1962, the pump was pulled and
the well was cleaned to the bottom.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 73356) set at 950 ft, rated at 900
gpm, and powered by a 300-hp 1800 rpm U. S. electric
motor (Serial No. 818501). The well is equipped with 950
ft of airline.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. B052854) of a sample col-
lected April 29, 1981, after pumping for 24 hr, showed the
water to have a hardness of 251 mg/1, total dissolved min-
erals of 530 mg/1, and an iron content of 0.37 mg/1.
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ROCK WELL NO. 2 (Site 5, Woodruff - also known as
Well 7D). oper to the Cambrian-Ordovician aquifer, was
completed in May 1950 to a depth of 1701 ft by the J. P.
Mi l l e r Artesian Well Co., Brookfield. The well is located east
of Gougar Road in the same pumphouse as Gravel Well No.
3, approximately 60 ft S and 530 ft E of the NW corner
of Scition 8, T35N, RUE. The land surface elevation at
the wt 11 is approximately 674 ft.

A '.ample study summary log of Rock Well No. 2 fur-
nishec by the S :ate Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

QUATERNARY SYSTEM
Pie stocene Se-ies

Till, clayey, dark yellowish orange 14 14
Till, silly, yellowish gray 56 70
Sand, gravel to % in., yellowish gray 20 90
Till, silly, gray 15 105
Gravel ;o % in., yellowish gray 7 112

SILUFIAN SYSTEM
Nicgaran Series

Dolomite, silty, light yellowish
gray, 1 me to very fine; dolomite,
yellowish gray, pink, green at base 118 230

Alexandrian Series
Dolomite, light yellowish gray to
dark yellowish gray, fine 75 305

ORDCVICIAN SYSTEM
Maquoketa Group

Dolom te, light yellowish gray to
yellowish brown, fine 70 375

Shale, dark yellowish gray, weak 60 43[
Ga ena Group

Dolomite, light yellowish gray, fine
to coarse 195 630

P'stteville Group
Dolomite, ight yellowish brown,

fine tD coarse 145 775
Arcell Group

Glenwood Formation
Limestone, light yellowish gray to
light yellowish brown, very fine;
sandstone, gray, fine to coarse,
incoherent 20 795

St. Peter Sandstone
Sandstone, light gray, very fine to

coars;, incoherent, shale, yellowish
gray vo green, weak at base 115 910

Canadian Group
Shakopee Dolomite

Dolomite, light yellowish brown, very
fine to medium; sandstone, light gray,
medium to coarse, incoherent; shale,
light green, weak 30 940

Oneota Dolomite
Dolonnite, light yellowish gray,
white, pink, fine to coarse; shale,
pink, light green, weak at base 260 1200

CAMBRIAN SYSTEM
Eminence-Potosi Dolomite

Dolomite, light yellowish brown,
fine 1.0 medium 163 1363

Fianconia Formation
Dolomite, purplish pink, grayish

green, fine to coarse; sandstone
light gray, incoherent to compact;
dolonite, gray to brownish gray,
fine to medium 132 1495

Strata {continued)
Ironton Sandstone

Sandstone, light gray, very fine to
coarse, incoherent

Galesville Sandstone
Sandstone, light gray, very fine

to very coarse, incoherent to
compact

Eau Claire Formation
Dolomite, grayish brown, fine to

medium; shale, yellowish gray,
weak; sandstone, yellowish gray,
fine to compact

Thickness
(ft)

55

115

35

Depth

1550

1665

1700

A 27-in. diameter hole was drilled to a depth of 141 ft,
reduced to 20 in. between 141 and 1294 ft, and finished
15 in. in diameter from 1294 to 1701 ft. The well is cased
with 28-in. OD pipe from land surface to a depth of 113.5
ft, 20-in. OD pipe from about 0.8 ft above the pumphouse
floor to a depth of 549 ft (cemented in), and a 16-in. OD
liner from 1183 ft to a depth of 1303 ft.

On May 23, 1950, the well was shot with 400 Ib of 100
percent nitrogel and 60 Ib of 60 percent dynamite between
the depths of 1623 and 1635 ft following which the well
was filled with sand up to 1600 ft.

A production test was conducted on June 26, 1950, by
representatives of the driller, the State Water Survey, and
Consoer, Townsend & Associates, Consulting Engineers.
After 6 hr of pumping at rates of 515 to 990 gpm, the draw-
down was 95 ft from a nonpumping water level of 457 ft.
After a 17-min idle period, pumping was continued for 17.1
hr at rates ranging from 1100 to 1040 gpm with a drawdown
of 128 ft. After an additional 1.6 hr of pumping at rates
ranging from 905 to 630 gpm, the drawdown was 99 ft.

On June 6, 1960, the pump was removed because of a
leak in the shaft tubing. The well had filled up to 1606 ft
and 1 30 cubic yards of sand was removed. The nonpumping
water level was reported to be 533 ft.

In 1963, the pump was pulled, the well was cleaned to
the bottom, and the pump was placed at a lower depth.
Column pipe was replaced as needed.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 73358) set at 960 ft, rated at
900 gpm, and powered by a 500-hp 1770 rpm Ideal electric
motor.

A mineral analysis made by the Illinois Environmental
Protection Agency (Lab. No. B052853) of a sample col-
lected April 29, 1981, after pumping for 24 hr, showed the
water to have a hardness of 261 mg/1, total dissolved min-
erals of 573 mg/1, and an iron content of 0.33 mg/1.

ROCK WELL NO. 3 (Site 1, Briick Farm - also known
as Well 6D), open to the Cambrian-Ordovician aquifer, was
completed in March 1950 to a depth of 1656 ft by the J. P.
Miller Artesian Well Co., Brookfield. This well is not in use.
The well is located east of Farrell Road about 0.6 mile north
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of U. S. Route 6, approximately 560 ft N and 570 ft E of
the SW corner of Section 31, T36N, RUE. The land sur-
face elevation at the well is approximately 642 ft.

A drillers log of Rock Well No. 3 follows:

Thickness Depth
Strata (ft) (ft)

Surface 14 14
Gray 26 40
Sand 35 75
Blue mud 23 98
Lime 108 206
Shale 2 208
Lime and shale 10 218
Green shcle 9 227
Lime 88 315
Lime and shale breaks 13 328
Shale 10 338
Lime and shale 9 347
Shale 81 428
Lime 31 459
Lime and shale break 4 463
Lime 137 600
Gray l ime 30 630
Brown lime 135 765
St. Peter :iand 495 1260
Red mud 1 1261
Lime 5 1266
Red mud 6 1272
Red mud and lime 11 1283
Lime shell and red mud 95 1378
Red rock 9 1387
Gray shale and lime 19 1406
Green l ime 4 1410
Shale and l ime 7 1417
Brown lime 21 1438
Shale 4 1442
Lime 23 1465
Sand 144 1609
Green l ime ard shale 47 1656

A 25 in. diameter hole was drilled to a depth of 577 ft,
reduced to 19 in. between 577 and 1451 ft, and finished 16
in. in diameter from 1451 to 1656 ft. The well is cased with
26-in. steel pipe from land surface to a depth of 104 ft,
20-in. OD steel pipe from about 1.5 ft above the pumphouse
floor to a depth of 577 ft (cemented in), and 16-in. steel
liner from 1210 ft to a depth of 1451 ft.

On April 21, 1950, the well reportedly produced 660 gpm
for 5 hr with a drawdown of 166 ft from a nonpumping
water level of 434 ft below land surface.

A production test was conducted on May 25-26, 1950,
by representatives of the driller and the State Water Survey.
After 20.2 hr of pumping at rates ranging from 355 to 795
gpm, the final drawdown was 153 ft from a nonpumping
water level of 447 ft below land surface. Fifty min after
pumping was stopped, the water level had recovered to
488 ft.

From November 1961 to March 1962, the pump was
pulled and the well was cleaned to the bottom.

The pumping equipment presently installed is a Peerless
turbine pump (Serial No. 73357) set at 950 ft, rated at 900
gpm, and powered by a 300-hp 1800 rpm U. S. electric-
motor (Serial No. 818503).

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B43412) is f o r a
water sample from the well collected April 25, 1977, after
24 hr of pumping at 750 gpm.

ROCK WELL NO. 3, LABORATORY NO. B43412
mg/l me/I mg/\ me/I

Iron Fe 0.3 Silica SiO2 6.9
Manganese Mn 0.01 Fluor ide F 1.4 0.07
Ammonium NH4 0.98 0.05 Boron B 0.7
Sodium Na 92 4.00 Cyanide CN 0.00
Potassium K 14.9 0.38 Nitrate NO3 0.0 0.00
Calcium Ca 64 3.19 Chloride Cl 54 1.52
Magnesium Mg 22 1.81 Sulfate 804 130 2.70

Alkal in i ty(asCaCO3)265 5.30
Arsenic As 0.00 Hardness(asCaCO3> 256 5.12
Barium Ba 0.0
Cadmium Cd 0.00 Total dissolved
Chromium Cr 0.00 minerals 578
Copper Cu 0.03
Lead Pb 0.00
Mercury Hg 0.0002
Nickel Ni 0.0
Selenium Se 0.00
Silver Ag 0.00
Zinc Zn 0.0 pH (as rec'd) 7.Q

JOLIET CORRECTIONAL CENTER

Joliet Correctional Center (est. 1780), located on the
north edge of Joliet east of Route 171, installed a public
water supply in 1926. One well (No. 2) is in use. In 1952
the estimated average pumpage was 350,000 to 400,000
gpd. In 1 979 the estimated average and maximum pumpages
were 300,000 and 400,000 gpd, respectively. The water is
chlorinated.

WELL NO. 1, finished in the St. Peter Sandstone, was
constructed prior to 1917 to a depth of 575 ft and deepened
prior to 1933 to a reported depth of about 780 ft. This well
was abandoned in 1952. The well is located back of the
general kitchen, approximately 2915 ft N and 3240 ft W of
the SE corner of Section 3, T35N, R10E. The land surface
elevation at the well is approximately 550 ft.
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Thickness
(ft)

5
10
10
20
15

5
25
35

Depth
<ft>

5
15
25
45
60
65
90

125

A drillers log of Park Well No. 7 follows:

Top soil, clay
ClEV
Brown rock and clay
Brown limestone (broken)
Linestone, brown
Liriestone, blue gray
Linestone, brownish gray
Liriestone, groy

An 8-in. diameter hole was drilled to a depth of 54.8 ft
and finished 5 in. in diameter from 54.8 to 125 ft. The well
is (ased with 5-in. pipe from 1.5 ft above land surface to a
depth of 54.8 ft.

Upon completion, the well reportedly produced 30gpm
for 3 hr with a drawdown of 5 ft from a nonpumping water
level of 45 ft below the top of the casing.

The pumping equipment presently installed is a Goulds
submersible pump set at 60 ft, and powered by a 1-hp Goulds
elei trie motor.

°ARK WL'LL NO. 8, open to the Silurian dolomite, was
completed in September 1975 to a depth of 150 ft by the
We.iling Well Works, Beecher. This well serves restrooms,
fountains, d u m p station, and the sewage disposal. The well
is located in the New Potawatomi Campground east of
Altorf northwest of the campers ut i l i ty building, approxi-
mate ly 2100 ft S and 850 ft W of the NE corner of Section

Thickness
(ft)

6
64
10
35
35

Depth
(ft)

6
70
80

115
150

9, T31N, R11E, Kankakee County. The land surface eleva-
tion at the well is approximately 620 ft.

A drillers log of Park Well No. 8 follows:

Strata

Sand and clay
Yellow lime
Red green gray lime
Gray white lime
Green shale

A 10-in. diameter hole was drilled to a depth of 4 ft and
finished 6 in. in diameter from 4 to 150 ft. The well is
cased with 10-in. black pipe from 3 ft above land surface
to a depth of 4 ft and 6-in. galvanized seamless pipe to a
depth of 51 ft. The top of the casing is equipped with a
Baker pitless adapter.

A production test was conducted by the driller on Octo-
ber 11, 1975. After 11.5 hr of pumping at rates ranging
from 83 to 67 gpm, the final drawdown was 35.5 ft from a
nonpumping water level of 32.3 ft.

The pumping equipment presently installed is a Red
Jacket submersible pump set at 84 ft, rated at 70 gpm, and
powered by a 5-hp Red Jacket electric motor.

A partial analysis of a sample (Lab. No. 202783) col-
lected July 20, 1976, showed the water to have a hardness
of 424 mg/1, total dissolved minerals of 496 mg/1, and an
iron content of 0.5 mg/1.

LAKEVIEW IMPROVEMENT ASSOCIATION

Lakeview Improvement Association (est. 116), located
in the northwest part of Rockdale, installed a public water
supply in 1947. Two wells (Nos. 2 and 3) are in use. In 1980
there were 33 services, none metered; the estimated average
pumpage was 10,000 gpd. The water is not treated.

W E L L NO. 1, open to the Silurian dolomite, was com-
pleud in 1940 to ;i depth of 155 ft. This well was abandoned
about 1978. The well is located at 626 Howard St., approx-
imat::ly 600 fi: N and 850 ft E of the SW corner of Section
17, T35N, R10F. The land surface elevation at the well is
approximately 645 ft.

T ic well is cased with 6-in. pipe from about 0.7 ft above
the pumphouse floor to an unknown depth.

T le pumping equipment presently installed is a Reda
subrr ersible pump set at 78 ft, rated at 30 gpm, and powered
by a I'/j-hp electric motor.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. B44155) is f o r a
watev sample from the well collected April 24, 1978, after
1 hr of pumping.

WELL NO. 1, LABORATORY NO. B44155

Iron
Manganese
Ammonium
Sodium
Potassium
Calcium
Magnesium

Arsenic
Barium
Cadmium
Chromium
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

Fe
Mn
NH4

Na
K
Ca
Mg

As
Ba
Cd
Cr
Cu
Pb
Hg
Ni
Se
Ag
Zn

mg/1 me/I

0.3
0.07
0.8 0.04

26 1.13
3.1 0.08

95 4.74
63 5.18

0.00
0.1
0.00
0.00
0.02
0.00
0.0000
0.1
0.00
0.00
0.4

Silica SiO2
Fluoride F
Boron B
Nitrate NO3
Chloride Cl

mg/1

21
0.3
0.3
0.0
3.4

Sulfate S04 171
Alkalinity(asCaCO3)362

Hardness(asCaCO3)

Total dissolved
minerals

PH (as rec'd) 7

490

599

.4

me/1

0.02

0.00
0.10
3.56
7.24

9.80

WELL NO. 2, open to the Silurian dolomite, was com-
pleted in 1954 to a depth of 245 ft by the Joliet Pump Co.,
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Joliet. The well is located at 626 Howard St. about 75 ft
west of Well No. 1, approximately 600 ft N and 775 ft E of
the SW corner of Section 17, T35N, R10E. The land sur-
face elevation at the well is approximately 645 ft.

A drillers log of Well No. 2 follows:

Strata

Sciil
Yijllow clay
Blue clay
Y>?Mow lime

M .id cave
Yellow lime
Mud cave
Yellow lime
White lime
White sand, g-ay ime
G r a y lime

Thickness
(ft)

3
8

74
7
2
8
2

46
35
30
30

Depth

<f'>

3
11
85
92
94

102
104
150
185
215
245

The well is cased with 6-in. black pipe from about 1.5 ft
above land surface to a depth of 87 ft and 5-in. liner pipe
from 81.5 ft to a depth of 109 ft. The top of the well casing
is equipped with a pitless adapter.

Upon completion, the well reportedly produced 7 gpm
with very l i t t le drawdown from a nonpumping water level
of 60 ft.

In September 1970, the nonpumping water level was re-
pcrted to be 80 ft.

The pumping equipment presently installed is a Reda
submersible pump rated at 30 gpm, and powered by a IVi-hp
electr ic motor.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. C003578) is for

a water sample from the well collected April 23, 1978, after
1 hr of pumping.

WELL NO. 2, LABORATORY NO. C003578

Iron
Manganese
Ammonium
Sodium
Potassium
Calcium
Magnesium

Fe
Mn
NH4

Na
K
Ca
Mg

mg/l

0.3
0.05
0.68

26
3.0

96
56

me/I

0.04
1.13
0.08
4.79
4.61

Silica
Fluoride
Boron
Cyanide
Nitrate
Chloride
Sulfate

Si02
F
B
CN
NO3
Cl
S04

mg/l

20
0.4
0.5
0.00
0.13
4

156
Alkalinity(asCaCO3)372

Arsenic
Barium
Cadmium
Chromium
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

As
Ba
Cd
Cr
Cu
Pb
Hg
Ni

Se
Ag
Zn

0.000
0.3
0.00
0.00
0.03
0.00

Hardness(asCaC03) 470

me/I

0.02

0.
0.
3.
7.

9.

00
11
24
.44

40

Total dissolved
minerals 636

0.0000
0.0
0.00
0.00
0.31 pH (as rec'd) 8.2

WELL NO. 3, open to the Silurian dolomite, was com-
pleted about 1958 to a depth of 225 ft by the Lockport
Well & Pump Co., Joliet. The well is located about 50 ft
west of Well No. 2 at 625 Howard St., approximately 600
ft N and 725 ft E of the SW corner of Section 17, T35N,
R10E. The land surface elevation at the well is approxi-
mately 645 ft.

The well is cased from about 1.5 ft above land surface
to an unknown depth.

The pumping equipment presently installed is a sub-
mersible pump set at 100 ft, operated at 15 gpm, and
powered by an electric motor.

LAKEWOOD SHORES IMPROVEMENT ASSOCIATION

Lakewood Shores Improvement Association (est. 885),
located about 1.5 miles south of Wilmington, installed a
publ ic water supply in 1957. Four wells are in use. In 1958
thi.-re were ] 30 services. In 1979 there were 253 services, all
rmitered; the estimated average and maximum pumpages
wtre 70,800 and 85,000 gpd, respectively. The water is
hypochlorinated.

WELL NO. 1, open to the Maquoketa Group, theGalena-
Phitteville dolomite, and the Glenwood-St. Peter Sandstone,
was completed in October 1953 to a depth of 700 ft by
Drcher & Schorie, Joliet. The well is located at 1800
Rdberts St., approximately 1500 ft S and 1300 ft E of the
NW corner of Section 1, T32N, R9E. The land surface ele-
vavion at the well is approximately 558 ft.

A 5-in. diameter hole was drilled to a depth of 700 ft.
The well is cased with 5-in. steel pipe from about 0.7 ft
above the pumphouse floor to a depth of 30 ft.

In 1970, the nonpumping water level was reported to be
190 ft.

The pumping equipment presently installed is a Sta-Rite
submersible pump set at 327 ft, and powered by a 5-hp
electric motor.

A mineral analysis made by the Ill inois Envi ronmenta l
Protection Agency (Lab. No. C006898) of a sample col-
lected April 1, 1974, after pumping for 2 hr. showed the
water to have a hardness of 387 mg/l, total dissolved min -
erals of 1168 mg/l, and an iron content of 0.0 mg/l.
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ROCKDALE

The village of Rockdale (2085) installed a public water
supply m 1915. One well (No. 2) is in use. This supply is
also cross connected with the city of Joliet and the Univer-
sal Glass Co. In 1949 the average pumpage was217,000gpd.
In 198d there were 450 services, all metered; the average
pumpage from Well No. 2 in 1979 was 377,000 gpd. An
additioral 274,000 gpd was purchased from Joliet. The
u-ater is chlorinated.

W E L L NO. 1 open to the Galena-Platteville dolomite
and the Glenwocd-St. Peter Sandstone, was completed in
1914 to a depth of 660 ft by the Ohio Drilling Co., Massillon,
Ohio. This well was abandoned and sealed in 1944. The well
is located at the northwest corner of Otis and Midland Aves.,
approximately 750 f: S and 1240 ft E of the NW corner of
Section 20, T 3 5 N , R10E. The land surface elevation at the
Vv'ell is approximately 555 ft.

A sample s tudy and drillers log of Well No. 1 furnished
by the State Geological Survey follows:

Strjtj

OUATEFINARY SYSTEM
Pleistocene Series

Glacial drift
SILURIAN AND OFtDOVICIAN SYSTEMS

Niaga an and Alexandrian Series, and
Maqjoketa Group

Dolomite and shale
ORDOVICIAN SYSTEM

Galena and Plattuvillu Groups
Dolomites

Ancell Group
Glenwood Formation

Dolomite, sandy
St Peter Sandstone

Sandstone, water bearing

Thickness Depth
(ft) (ft)

245

335

10

65

250

585

595

660

The ivell is cased with 10-in. pipe to a depth of about

265 ft.
Nonpumping water levels were reported to be 25 ft be-

low land surface in September 1915, and 50 ft on July 13,
1938.

A par t ia l analysis of a sample (Lab. No. 100703) collected
July 14, 1944, showed the water to have a hardness of 453
mg/1, to ta l dissolvsd minerals of 562 mg/1, and an iron con-
tent of 0.3 mg/1.

In 1944, the pump in Well No. 1 would break suction
a f t e r a fi.-w minutes of operation and the village water sup-
ply was iupplemented through a cross connection with the
Universal Glass Co. well.

In December 1?44, cement moved through a fissure and
plugged Well No. :. when Well No. 2 (about 50 ft away) was
being ce nented. V/a« r was then obtained from the Univer-
sal Glass Co. well un t i l Well No. 2 was placed in operation.

W E L L NO. 2, open to the Cambrian-Ordovician aquifer
below tie middle of the Oneota Dolomite, was completed

in February 1945 to a depth of 1586 ft (reported to be
1575 ft deep in 1954) by the J. P. Miller Artesian Well Co.,
Brookfield. The well is located next to the elevated tank at
Otis and Midland Aves., approximately 700 ft S and 1250
ft E of the NW corner of Section 20, T35N, R10E. The
land surface elevation at the well is approximately 556 ft.

A sample study log of Well No. 2 furnished by the State
Geological Survey follows:

Thickness Depth
Strata (ft) (ft)

QUATERNARY SYSTEM
Pleistocene Series

"Surface" 10 10
SILURIAN SYSTEM

Niagaran and Alexandrian Series
Dolomite 83 93
Dolomite, shaly, shale at base 55 148

ORDOVICIAN SYSTEM
Maquoketa Group

Dolomite and shale 108 256
Galena and Platteville Groups

Dolomite, some limestone 347 603
Ancell Group

Glenwood-St. Peter Sandstone
Sandstone, incoherent 148 751

Prairie du Chien Group
Shakopee Dolomite

Dolomite, thin shale and
sandstone beds 39 790

New Richmond Sandstone
Dolomite and sandstone 15 805

ORDOVICIAN AND CAMBRIAN SYSTEMS
Oneota and Eminence Dolomites

Dolomite, some sandstone,
thin shale beds 275 1080

CAMBRIAN SYSTEM
Potosi Dolomite 154 1234
Franconia Formation

Dolomite, some shale, sandstone 116 1350
Ironton-Galesville Sandstone

Sandstone, thin dolomite beds 120 1470
Sandstone, incoherent 63 1533

Eau Claire Formation
Dolomite, sandstone, and shale 53 1586

A 19.2-in. diameter hole was drilled to a depth of 43 1 ft
and finished 13 in. in diameter from 431 to 1586 ft. The
well is cased with 20-in. drive pipe from land surface to a
depth of 19 ft and 14-in. ID pipe from 1.2 ft above the
pumphouse floor to a depth of 431 ft (cemented in). In
1973, the Layne-Western Co., Aurora, installed a 12-in.
casing from land surface to a depth of 900 ft.

A production test was conducted on March 1, 1945, by
representatives of the driller and the State Water Survey.
After 7 hr of pumping at rates of 170 to 118 gpm, the draw-
down was 33 ft from a nonpumping water level of 286 ft
below the pump base. Eight min after pumping was stopped,
the water level had recovered to 289 ft.

On March 6, 1945, the well was shot with 300 Ib of gela-
tin between the depths of 1501 and 1515 ft. After a con-
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sidera,)le amount of sand was bailed out and the well cleaned,
the nonpumping water level was reported to be 283 ft be-
low tr e top of the casing.

A second production test was conducted on March 23-24,
1945, by representatives of the driller and the State Water
Survey. After 2.5 hr of pumping at a rate of 300 gpm, the
drawdown was 38 ft from a nonpumping water level of 284
ft below the pump base. Pumping was continued for 1.9
hr at ;i rate of ^-00 gpm with a drawdown of 50 ft. After an
additional 12.1 hr of pumping at rates ranging from 500 to
540 gpm, the final drawdown was 74 ft. The water level re-
covered to 290 ft after the pump had been turned off 2.9 hr.

On October 7, 1946, after a 6-hr idle period, the well re-
portedly produced 267 gpm for 4.2 hr with a drawdown of
26 ft from a nonpumping water level of 293 ft below the
pump ;jase.

Nonpumping water levels were reported to be 350 ft in
October 1949, 368 ft in November 1954, and 586 ft in
April 1971.

The pumping equipment presently installed consists of a
200-hp 1 800 rpn U. S. electric motor (Serial No. 1269243),
a 10-in., 17-stage Peerless turbine pump (Serial No. 108542)
set at ::!00 ft, raced at 600 gpm at about 871 ft TDH, and

has 800 ft of 8-in. column pipe. The well is equipped with
800 ft of airline.

The following mineral analysis made by the Illinois En-
vironmental Protection Agency (Lab. No. A16730) is for a
water sample from the well collected March 24, 1976, after
2 hr of pumping at 492 gpm.

WELL NO. 2, LABORATORY NO. A16730

Iron
Manganese
Ammonium
Sodium
Potassium
Calcium
Magnesium

Arsenic
Barium
Cadmium
Chromium
Copper
Lead
Mercury
Nickel
Selenium
Silver
Zinc

Fe
Mn
NH4

Na
K
Ca
Mg

As
Ba
Cd
Cr
Cu
Pb
Hg
Ni
Se
Ag
Zn

mg/l me/I

0.1
0.04
1.09 0.06

94 4.09
15 0.38
56 2.79
19 1.56

0.000
0.0
0.00
0.03
0.00
0.00
0.0000
0.0
0.00
0.00
0.0

mg/l

Silica SiC>2 8
Fluoride F 1.8
Boron B 1.0
Cyanide CN 0.00
NltraM NO3 0.0
Chloride Cl 30
Sulfate SO4 120
Alkalinity (asCaCO3) 266

Hardness(asCaCO3) 216

Total dissolved
minerals 470

PH (as rec'd) 7.6
Radioactivity
Alpha pc// 40.4
± deviation 6.0
Beta pc// 48.1
± deviation 4.2

me/I

0.10

0.00
0.85
2.50
5.32

4.32

ROMEOVILLE

The village of Romeoville (12,674) installed a public wa-
ter sup sly in 19!>8. Four wells (Nos. 1, 2, 4, and 5) are in
use anc another well (No 3) is available for emergency use.
The village purchased the Hampton Park Subdivision wells
(now village Well Nos. 3 and 4) from the Alexander Utilities
Co. in December 1972. In 1966 there were 1920 services,
ail men red; the average pumpage was 710,000 gpd. In 1980
there were 4005 sen/ices, all metered; the average pumpage
was 1,423,458 gpd. The water is chlorinated.

W E L L NO. 1. open to the Silurian dolomite, was com-
pleted in August 1958 to a depth of 160ft by the Red Duck
Drilling Co., Elmwood Park. The well is located on Norman
Town Road about 30 ft east of the main pumping station,
approximately 100 ft S and 500 ft W of the NE corner of
Section 33, T37N, R10E. The land surface elevation at the
well is Epproximately 640 ft.

A dri l lers log of Well No. 1 follows:

Strata

Clay
Gravel

Thickness
(ft)

5
10

Depth
(ft)

5
15

Strata (continued)
Gravel, clay, boulders
Lime, white
Lime, brown, crevices at 85 ft

(very hard below 100 ft)
Lime, white
Red shale
Blue shale

Thickness

27
23

65
26

1
3

Depth
(ft)

42
65

130
156
157
160

A 12-in. diameter hole was drilled to a depth of 160 ft.
The well is cased with 12-in. pipe from 2 ft above land sur-
face to a depth of 42 ft.

Upon completion, the nonpumping water level was re-
ported to be 20 ft. The well was pumped for 24 hr at a rate
of 400 gpm.

On September 5, 1979, the nonpumping water level was
reported to be 31 ft.

The pumping equipment presently installed consists of a
20-hp Sumo electric motor, a Fairbanks-Morse submersible
pump set at 147 ft, rated at 350 gpm at about 160 ft TDH,
and has 147 ft of 5-in. column pipe. The well is equipped
with 147 ft of airline.
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